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Foreword  

Thanks for purchasing this vehicle.  

This manual is applicable to X55ɹmodels. 

Before using the vehicle for the first time, be sure 
to read this manual carefully and get familiar with 
the vehicle structure, various functions, usage 
and related regulations of our company. Any loss 
caused by failure to follow the instructions of the 
user manual or modification without the approval 
of the company will forfeit the right to claim 
compensation. The information contained in this 
manual would help you master the correct way of 
vehicle driving and maintenance, so that you can 
enjoy driving pleasure fully. Please keep it 
properly after reading.  

This manual is intended to provide the user with 
instructions on the operation and maintenance of 
the vehicle. Please check the purchase contract 
for the specific configuration of your vehicle. If 
you have any questions about this vehicle and 
this manual, please contact the BAIC MOTOR 
franchised dealer.  

The pictures, data and instructions contained in 
this user manual conform to the product 
definition at the time of compilation. In view of 
the company's continuous modification and 
improvement of vehicles, the pictures, data and 
instructions contained in the user manual are 
only for the introduction of the operation method, 
and are not used as the basis for order 
acceptance.  

We will continue to improve all models. 
Therefore, please understand that we reserve 
the right to change a certain part of the vehicle, 
equipment or technical specifications at any 
time. Data relating to delivery, appearance, 
performance, dimensions, weight, fuel 
consumption, specifications and vehicle 
functionality are correct at the time of publication 
or marketing. Some of the equipment/features 
described in this document may not be available 
on your vehicle (please contact the BAIC 
MOTOR franchised dealer for details). All 
information, illustrations or descriptions in this 
manual are not to be regarded as legal 
commitments.  

The company solemnly reiterates that it is solely 
responsible for the revision of this instruction 
manual, and reserves all rights and interests 
stipulated in the Copyright Law and the right to 
modify.  

No part of this instruction manual may be 
reproduced, reproduced or translated without the 
prior written consent of the company, and this 
publication may not be reproduced, stored in a 
public search system, or disseminated 
electronically, mechanically or in any other form.  

The "press" in the text description of this manual 
indicates that the pressing time is less than 2 
seconds and greater than or equal to 0.1 
second, and the "press and hold" indicates that 
the pressing time is greater than or equal to 2 
seconds and less than 1 minute.  

The directions mentioned in this manual are 
vehicle driving directions.  

 

BAIC International Development Co., Ltd.  

July 2022  
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Notice  

1. Be sure to carry out the vehicle maintenance 
in accordance with the Maintenance 
Schedule.  

2. In order to adapt to the driver of different 
body sizes, the driving position should be 
adjusted as follows:  

ǒ Seat front and rear adjustment, height 
adjustment, seat back inclination 
adjustment.  

ǒ Adjust the position of the steering 
wheel.  

ǒ Adjustment of the position of the inner 
and exterior rearview mirror.  

3. Wearing seat belts is a necessary guarantee 
for the safety of the occupants of the car. 
Adults should wear seat belts correctly, and 
children should correctly select and use child 
restraint devices and seat belts in 
accordance with the relevant requirements in 
this instruction manual.  

4. Inspection before driving:  

ǒ Check whether the vehicle lamps work 
normally.  

ǒ Check the cleanliness of windshield and 
rearview mirror, and working condition of 
wiper.  

ǒ Check the viewing position of the 
rearview mirror.  

ǒ Tire pressure and tire wear. The tire 
condition directly affects the power 
performance, economy and ride 
comfort of the vehicle, and also 
affects the driving safety. Please use 
and maintain the wheels (including 
spare wheel) as required. The tire 
pressure should be checked when 
the tire is cold.  

ǒ Liquid level of oil, coolant, brake fluid, 
etc.  

ǒ Battery condition.  

5. Place the Start/Stop button into "RUN" mode 
to check each warning lamp.  

6. The operation of engine :  

ǒ Do not run the engine for a long time in a 
closed warehouse to prevent tail gas 
poisoning.  

ǒ When the battery is in low battery power, 
the engine electronic control unit and 
starter will not work normally, and the 
engine will not start.  

7. Brake:  

ǒ When the engine is shut down, the 
vacuum booster device will not work, the 
brake pedal force will increase 
significantly and the braking efficiency 
will decrease greatly. Therefore, it is 
strictly forbidden to slide the vehicle 
when the engine is off.  

ǒ Equipment automatic transmission 
vehicle, before leaving the vehicle, 
stop the vehicle first, set the gearshift 
lever to the "N" gear, apply the 
parking brake, and then set the 
gearshift lever to the "P" gear.  

ǒ ABS can prevent wheel lock in case of 
braking on a slippery road or in 
emergency braking, which is conducive to 
stable driving direction, but you should 
still drive carefully.  

8. Warning lamps on the instrument cluster:  

ǒ If a red warning lamp (indicating, such as 
brake, oil, coolant temperature, etc.) 
lights up on the instrument cluster during 
driving, you should safely stop the 
vehicle as soon as possible, follow the 
instructions in this manual to check the 
vehicle, and if necessary, contact the 
BAIC MOTOR franchised dealer.  
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ǒ If, during the drive, when a yellow 
warning light is lit on the instrument 
cluster, the vehicle should be inspected 
according to the instructions in this 
instruction manual, and if necessary, 
please contact the special dealership of 
BAIC MOTOR franchised dealer for 
maintenance.  

9. Electrical accessories:  

ǒ Any electrical accessories must be 
connected according to the specified 
wiring position and wiring method, 
please go to the BAIC MOTOR 
franchised dealer.  

10. This vehicle is equipped with catalytic 
converter. It is strictly forbidden to use leaded 
gasoline; otherwise the catalytic converter 
will be damaged.  

11. Tips on safety: follow the following important 
driving rules to help ensure the safety of the 
driver and occupants throughout the journey!  

ǒ Follow the traffic rules strictly and drive 
safely.  

ǒ Do not drive a vehicle after drinking or 
taking drugs.  

ǒ Observe the speed limit signs and do not 
drive at excessive speed.  

12. Do not allow water to enter the instrument 
panel when applying film inside the front 
windshield. Do not put a wet umbrella or cup 
filled with liquid on the instrument panel when 
using the vehicle. Otherwise, the electrical 
components installed on the instrument panel 
may be damaged due to water ingress.  

13. No one shall modify, adjust or disassemble 
the vehicle components without 
authorization, for fear of vehicle malfunction 
or personal injury. Please go to the BAIC 
MOTOR franchised dealer to repair and refit 
the vehicle. BAIC MOTOR franchised dealer 
has the necessary tools, such as diagnostic 
scan tool, maintenance information and 
qualified personnel.  

Tip  

"DANGER", "WARNING", "CAUTION" and some 
special symbols will appear frequently in this 
manual. Please pay a special attention to them. 
Ignoring these warnings may cause personal 
injury or damage to your vehicle.  

"DANGER" means that failure to follow the 
instructions is likely to cause serious personal 
injury or even death.  

"WARNING" means that dangerous or 
unsafe operation will cause personal injury or 
vehicle damage.  

"NOTE" gives useful information.  
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Illustrations  

The labels, logos and pictures in this manual are 
only for illustration and for reference only.  

Identification  Indication  

 

"Do not do this" or "Do not 
let this happen".  

 

"Please follow this 
operation" or "This 
operation is feasible".  

 

To indicate an item in a 
diagram.  

 

 

 

 

Direction of operation or 
action.   

 
 

The equipment/functions marked with "*" are 
only applicable to some models or are optional 
parts or functions of some models. Please refer 
to the actual vehicle configuration.  

Copyright declaration  

Without the written authorization of BAIC 
International Development Co., Ltd., it is 
prohibited to copy, store, or transmit this 
document in electronic or any other forms.  

© All rights reserved by BAIC International 
Development Co., Ltd.  
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Veh icle overview  

Vehicle exterior  

 

1. Lamps  

2. Trunk lid  

3. Engine hood  

4. Wheel and tire  

5. Door  

6. Window  

7. Electric exterior rearview mirror*  

8. Fuel filler flap  
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Vehicle interior  

Instrument panel  

 

1. High tone loudspeaker  

2. A/C air outlet  

3. Light combination switch  

4. Instrument cluster  

5. AR-head-up display*  

6. Multimedia control button  

7. Combination switch of wiper  

8. AI interactive light*  

9. Center control display  

10. Glove box  

11. Front line passenger frontal airbag  
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12. Instrument control button  

13. ALS switch  

14. Adaptive/cruise control lever*  

15. Engine hood release handle  

16. Steering wheel adjustment lock lever  

17. Brake pedal  

18. Accelerator pedal  

19. EPB switch  

20. Gearshift lever  

21. Driver frontal airbag  

22. Start / stop button  
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Window control button  

 

1. Rearview mirror adjustment switch  

2. Electric window control switch on driver side  

3. Central locking button  
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Top control button  

 

1. Emergency rescue (SOS) button*  

2. Sunshade switch  

3. Reading lamp on driver side   

4. Indoor camera*  

5. Hazard warning lamp switch  

6. Reading lamp on front passenger side  

7. Sunroof switch  
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Preparation  before tr ip  

Inspection before driving  

It is best to carry out a safety inspection before 
driving. A few minutes of inspection will help to 
drive safely. You only need to be familiar with all 
parts of the vehicle and observe carefully to 
perform these inspections.  

Before starting the engine  

Exterior of the vehicle:  

ǒ Tire:  

Check the tire pressure and check tires for cuts, 
damage or excessive wear and bulge.  

ǒ Lamps:  

Make sure that the headlamp, brake lamp, 
backup lamp, turn signal lamp and other lamps 
are all in good working order. Check the beam 
direction of the headlamp.  

ǒ Wheel nut:  

Ensure that no nut is missing or loose.  

In the engine compartment  

ǒ Fluid level:  

Ensure that the level of all fluids of the vehicle, 
such as engine oil, coolant, brake fluid, etc., are 
normal  

ǒ Condition of battery and cable:  

Check the battery housing for cracks, the 
terminal posts for corrosion or looseness, and 
the cable connections for good condition. Interior 
of vehicle:  

ǒ Check and confirm that the tongue and 
buckle can be fastened securely. Ensure 
that the seat belt is not worn or damaged.  

ǒ In particular, make sure that the instrument 
cluster indicator lamp and the 
defrosting/defogging function work normally.  

ǒ Check and ensure that the pedal has 
enough free travel.  

After the engine is started  

Before driving:  

ǒ oil/fluid leakage:  

After the vehicle is parked for a moment, check 
the underside for leaks of fuel, oil, or other fluids. 
Dripping after the use of the A/C is a normal 
phenomenon. During driving:  

ǒ Instrument cluster:  

Make sure the red and yellow warning lamps on 
the instrument cluster are not on.  

ǒ Brake:  

Provided that safety is ensured, drive at a low 
speed, step on the brake pedal, check whether 
the brake is reliable, and check that the vehicle 
will not deviate, and the brake has no abnormal 
noise.  

ǒ Noise:  

Check the vehicle for abnormal noise.  
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Preset of standby vehicle  

Standby operation  

Early ventilation*  

The function of the early ventilation is to 
automate the airflow ventilation in the passenger 
compartment before the user gets on.  

 

The early ventilation can be activated by center 
control display. Activate the function by 
operating the unlocking button of the remote key 
(first briefly press the unlocking button to unlock 
the vehicle, then long press the unlocking button 
within 6 seconds) to enable the function. When 
the door is open, the ventilation will stop actively. 
If the door is not open, it will stop automatically 
after a while. 

It is normal to hear the sound of blower for 
ventilation when approaching the vehicle; This 
function can only be activated once during one 
ignition cycle.  

 

 

A/C settings  

Self-drying of A/C  Early ventilation  

Automatic 

defrosting  

Automatic A/C Comfort  

Standard  Strong  Gentle  
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Veh icle unlocking  

Locating vehicle by key  

 

When the vehicle is in armed state, press down 

the smart key locator button  within a 
distance of <15 m (open space); at this time, the 
vehicle exterior lights up, and the horn sounds 
twice.  

Exterior unlocking  

Unlocking with smart key  

 

Unlocking button : Unlock the whole door.  

Lock button : Lock the whole door.  

Trunk unlocking button : press the button 
twice to open the trunk lid (manual-operated 
trunk lid); Automatically turn on or turn off trunk 
lid (electric trunk lid).  

Vehicle search button : press this button in 
the armed state, and the vehicle will send out 
sound and light alarms to prompt the vehicle 
position.  

Unlocking control can be set to unlock the left 
front door or all doors. This function can be set 
through the center control display.  

After unlocking the door, the power modes of 
vehicle and the status of all doors, the status of 
trunk lid and engine hood are unchanged within 
30 seconds, and all door and trunk lid will be 
automatically locked.  

The smart key contains mechanical key and the 
mechanical key can be used in emergency. If the 
smart key does not work, you can use the 
mechanical key to open the door of the car.  

If your smart key is lost, please contact the BAIC 
MOTOR franchised dealer as soon as possible 
to readapt the key in case of the vehicle theft.  

Do not attach objects (such as metal films) 
that may interfere with electromagnetic waves to 
the smart key.  

Do not hit other objects with your smart key.  

Do not expose the smart key to high 
temperatures for a long time, such as on an 
instrument panel or engine hood in direct 
sunlight.  
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Do not soak the smart key or clean it in 
ultrasonic washer.  

Do not put the smart key together with a 
device that emits electromagnetic waves, such 
as a mobile phone.  

Vehicle decoration may affect the vehicle 
remote control distance (such as metal glass 
film, etc.). Please choose the appropriate vehicle 
decoration.  

When carrying the smart key on the plane, 
make sure not to play with the smart key in the 
engine compartment. When the key is pressed, 
radio waves emitted by the smart key may 
interfere with the flight of the aircraft.  

It is normal that the effective range of the smart 
key may be reduced due to external influences. 
Short-term failure of the smart key may be due to 
the effects of other keys, pacemakers or other 
radio transmitters. If the smart key fails, you can 
try the following:  

ǒ Walk closer to the vehicle and try again. The 
effective range of the smart key may be 
reduced in rain or snow.  

ǒ Take a few steps to the left or right, hold the 
smart key higher, and then try again. If there 
are other vehicle or object between the 
smart key and the vehicle, they may block 
the transmission.  

ǒ Check the battery in the key.  

Sensitive unlocking with smart key  

Enter with smart key  

 

Carry the smart key to press the rear area of the 
exterior door handle, and the hidden handle 
automatic is unfolded* and the door is unlocked 
automatically.  

Sensitive unlocking with smart key  

 

The PEPS of the door can be turned on/off 
through the center control display. After being 
turned on, when the vehicle is in the armed 
state, carry the smart key into the area about 1.5 
~ 2 m away from the front door handle of the 
vehicle, and the hidden handle will automatically 
unfold *, and the door lock will unlock.  

  

Intelligent 
greeting  

Intelligent door entry  

Seat greeting  

Exterior courtesy lamp  

Interior courtesy lamp  
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Validation conditions for automatic 
unlocking function  

 

When the following conditions are met, it can be 
automatically unlocked within 1.5~2 m near the 
vehicle (area A).  

1. No more than 72 hours after parking (if the 
vehicle is not used for more than 72 hours, 
the function is temporarily turned off);  

2. When approaching the vehicle, the smart key 
is not put together with the mobile phone and 
laptop, and there is no other interference 
source nearby;  

3. Failure to press the lock button on smart key 
twice continuously during locking (if pressing 
the lock button twice continuously within 2 
seconds, the function will be temporarily 
disabled);  

4. The smart key is not in the vehicle wake-up 
range (about 4 meters near the vehicle) for 
more than 30 minutes. If more than 30 
minutes, the function is temporarily disabled.  

If you need to put the smart key into the 
vehicle from the outside, press the lock button on 
smart key twice within 2 seconds to temporarily 
turn off the PEPS and put it into the vehicle.  

Outside the vehicle, you should not put the 
smart key within the vehicle wake-up distance 
(i.e. about 4 m away from the vehicle, when the 
red indicator lamp on the smart key flashes 
continuously or intermittently). If you have to, 
then press the lock button on smart key twice 
within 2 seconds to turn off the PEPS temporarily 
and avoid capacity loss of smart key battery.  

If you close the PEPS in the OBU, you need 
to turn it on again in the center control display, 
and if you temporarily close the PEPS through 
other ways, you can re-switch the door to restore 
the function.  

Emergency unlocking  

The smart key contains a mechanical key 
which shall be used in an emergency. If the 
smart key runs out of electricity or fails due to 
other faults, take out the mechanical key and 
open the vehicle door as follows.  

 

Steps to unlock/lock the door:  

1. Press and hold the locking button ŵ, and the 

mechanical key Ŷ will pop up;  

2. Pull out the mechanical key Ŷ ;  
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3. Extend the exterior door handle by pressing 
the front area of the exterior door handle;  

 

4. Insert the mechanical key or other flat objects 
into the open card slot in the lock cylinder cover 
plate, and pry downwards until the lock cylinder 
cover plate separates.  

 

5. Turn the door lock cylinder counterclockwise 
to unlock and clockwise to lock.  

Be sure to put the mechanical key back after 
it has been used.  

If the door is locked with the smart key but 
unlocked and opened with the mechanical key, 
the vehicle will enter the alarm status. At this 
time, you need to put the smart key in the center 
armrest box with the emergency start sign, and 
press the start/stop button to release the status.  
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Locking the door with the mechanical key 
emergency lock  

In the case of power failure of the vehicle, the left 
front door is locked with a mechanical key, and 
the other three doors are locked with the 
emergency locks that come with the door locks.  

 

1. Take out the mechanical key;  

2. Open the door, insert the mechanical key into 

the emergency lock switch ŵ, rotate the left rear 

door lock counterclockwise, and the right rear 
and right front door lock rotate clockwise to lock 
the door;  

3. Close the door.  

Replacement of key battery  

When the smart key power is low, the instrument 
cluster will remind you to replace the battery. 
Improper operation when replacing the battery 
will damage the key. It is recommended to 
replace it at the BAIC MOTOR franchised dealer.  

If you replace it by yourself, you need to use 
CR2032 lithium battery.  

Be careful not to touch the circuit board of the 
remote controller; otherwise, static electricity 
may be generated, which may damage the smart 
key.  

When replacing the battery of the key, you 
should not lose any part.  

Waste battery must be disposed of in 
accordance with local laws.  

Ensure that the positive and negative poles 
of the smart key battery are installed correctly.  

Do not touch or move any parts in the smart 
key; otherwise it will affect the smart key 
function.  

When installing the smart key battery, be 
careful not to bend the electrodes, and the 
battery box must not contain dust or greasy dirt.  

Method of replacing smart key battery:  

 

1. Remove the mechanical key;  

2. Pry up the rear cover of the smart key with a 
tool;  
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3. Open the battery cover;  

4. While removing the battery, avoid touching the 
circuit board and battery clamp;  

5. Avoid touching the battery surface when 
installing the battery and wipe the battery clean 
before installing.  

6. Ensure that the battery cover meshes well 
during installation to avoid dust and moisture 
ingress;  

7. After replacing the battery, test whether the 
smart key functions normally. If the smart key 
still does not work properly, please contact the 
BAIC MOTOR franchised dealer.  

Unlocking inside the car  

Door center control unlocking  

The central locking button  is located on the 
door glass lift switch panel on driver side, making 
it easy for the driver to unlock all doors.  

 

When the doors are in the locked state, press the 

central door lock button to unlock all 
doors, and the indicator lamp goes out.  

Never leave a child or a person with reduced 
mobility in the vehicle alone! They may 
inadvertently press the central door lock button 

to lock the door; In case of an emergency, it 
is difficult for a child or person with reduced 
mobility to leave the vehicle on their own, and 
locked doors will cause more difficulties for 
others to rescue people.  

Automatic unlocking after flameout  

 

After the vehicle stops, put the keyless start/stop 
button in "OFF" mode, and the central control 
door lock can be automatically disabled. For 
vehicles equipped with inductive hidden handles, 
the handles will automatically unfold.  

The unlocking control can be set to unlock 
the left front door or all the door at one time. This 
function can be set through the center control 
display.  
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Unlocking of door inside handle  

 

When the door is locked, you need to pull the 
inside handle twice to open the door from the 
inside. Pull it once to unlock the door, and pull it 
a second time to open the door. When the door 
is unlocked, pull the inside handle once to open 
the door.  

When the door is at locked state, the door 
cannot be opened by pulling the inside handle 
only once, and you should not keep pulling it, so 
as not to damage the inside handle.  

Automatic collision unlocking  

If a collision occurs while the vehicle is in motion, 
and as a result, the airbags inflate and expand, 
the four doors will be automatically unlocked. For 
vehicles equipped with sensing hidden handles, 
the handles will automatically unfold.  
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Cargo loading  

Open trunk  

Open trunk with smart key button  

 

Press the trunk lid unlocking button  on the 
key twice to automatically open the trunk lid.  

During the opening process, short press the 
key trunk button twice to stop the action.  

When the trunk lid starts to turn on/off, the 
vehicle will give an audible indication.  

Repeatedly opening and closing the trunk lid 
may cause the trunk lid thermal protection to 
stop working. Do not operate the trunk lid 
repeatedly.  

For vehicles not equipped with an electrical 
trunk, you can press the trunk lid unlocking 

button  on the key twice briefly to unlock 
the trunk lid and pull it upwards to open it.  

Trunk opening switch  

 

When the whole vehicle is unlocked or the smart 
key is carried, press the unlocking button on the 
trunk lid to automatically open the trunk lid.  

During the opening process, press the 
unlocking button again to stop the action.  

For vehicles not equipped with electric trunk, 
press the unlocking button on the trunk lid to 
unlock the trunk lid, and pull up the trunk lid to 
unlock it.  

Open trunk via the center control display  

 

Press the trunk button for a short time to 
automatically open the trunk lid cover.  

When the trunk lid unlocking button icon is 

, the trunk lid is closed; When the icon is 

, the trunk lid is open.  

For vehicles without electric trunk, press the 
trunk lid unlocking button on the center control 
display for a short time to unlock the trunk lid, 
which can be opened by pulling up the trunk lid.  
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Anti-pinch function  

During the opening and closing process of the 
trunk, if there is an obstacle, the trunk lid will 
move reversely, and during the movement, if the 
obstacle comes again, the trunk lid will stop 
moving.  

Function setting  

The trunk lid electric opening, key sensing, and 
light alarm function opening/closing can be set 
through the center control display.  

Fault prompt  

When the keyless start/stop button is in "RUN" 
mode and the gear is not in P, pressing the ON 
switch on the trunk lid will prevent the trunk lid 
from opening and the instrument cluster will 
display "Please shift to P".  

After the vehicle is started, the trunk lid 
cannot be turned on/off by the switch when it is 
not in P gear.  

Open the trunk with smart key  

 

Through the center control display, you can turn 
on/off the POT sensing on function, and set the 
mode.  

ǒ When mode 1 is started, carry the smart key 
into the trunk lid 0.5 m sensing area, then 
exit this area, and enter the sensing area 
again. Then, the POT will be turned on 
automatically.  

It should be completed within 10 seconds 
from the first to the second entry.  

ǒ When mode 2 is enabled, carry the smart 
key into the 0.5 m sensing area of the truck 
lid and stand in situ for more than 6 s. The 
POT will be activated automatically.  

After entering the sensing area, the 
high-level brake lamp lights up to indicate 
successful entry.  

To improve the accuracy and sensitivity of 
sensing, the key needs to be placed near the 
waist and below.  

Set the trunk height*  

Use the inner switch setting  

 

When the trunk is opening/closing, press and 
hold the OFF switch on the trunk lid for 3 
seconds, and then the current height is set 
successfully.  
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Use the center control display for settings  

 

The opening height of the trunk can be set 
through the center control display.  

Load  

Trunk lamp  

 

When the trunk lid is opened, the trunk lamp will 
be automatically lit, and when the trunk lamp is 
closed, the light will automatically go out.  

When the engine is not started, do not turn 
on the interior lamp for a long time, so as to 
avoid low battery power.  

Cargo storage space of trunk  

Trunk storage compartment  

 

The trunk storage compartments are located on 
both sides of the trunk and are used to store 
drink bottles and other items.  
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Storage compartment of trunk tool box  

 

The storage compartment of the trunk tool box is 
set under the trunk lid, which can be used after 
the trunk lid is removed.  

Cargo cover  

 

Pull out the rear cargo cover along the arrow and 
fix it into the fixed slot on the C-pillar middle trim 
panel to cover the contents in the trunk.  

 

 

Hold both ends of the rear cargo cover and 
compress them in the direction of the arrow. 
Remove the rear cargo cover to increase the 
trunk volume.  
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Shade storage  

 

Lift the trunk lid upwards, and then the shade 
can be placed in the driver's toolbox locating slot.  

Prohibited articles  

Do not place any flammable and explosive 
article in the vehicle, such as gas lighter, spare 
gasoline, alcohol, beer, etc. Especially in a hot 
summer, these articles will cause a closed 
container to explore or catch fire under the high 
temperature inside the vehicle.  

When using a vehicle to carry cargo or luggage, 
be sure to immobilize the cargo or luggage 
effectively. In addition, when the cargo is placed, 
it should be evenly distributed, so as not to lead 
to uneven vehicle loading. Items placed in the 
trunk can be fixed with luggage hooks to avoid 
affecting vehicle driving due to luggage shaking.  

Please put the goods and luggage in the 
trunk as much as possible and secure them 
effectively.  

Do not store hazardous substances 
containing gasoline, aerosol can, etc. in the 
vehicle to avoid fire.  

Do not drive under overloaded vehicle, so as 
not to affect the vehicle brake due to excessive 
vehicle inertia.  

Do not drive when the vehicle is heavily 
uneven loaded; otherwise the vehicle will lose 
balance when turning.  

Do not place goods or luggage directly on the 
roof of the vehicle to avoid damaging the roof 
structure.  

Do not place objects on the instrument panel 
in case of falling into the foot operating space of 
driver during driving.  
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Close the trunk  

Electric trunk off*  

 

When the trunk is open, press the closing switch 
on the trunk lid, the unlocking button on the 
center control display, or short press the truck lid 
unlocking button on the smart key twice to 
automatically close the truck lid.  

When the trunk is open, press the closing switch 
on the trunk lid twice, the trunk lid will not be 
closed, and the trunk lid will be closed after the 
driver smart key exits the sensing area.  

If the key trunk button is pressed twice briefly 
or the open switch is pressed again in the 
process of closing the trunk lid, the trunk lid will 
stop moving.  

 

When closing the trunk lid, check and prevent 
pinching other people's fingers and objects in the 
trunk.  

The trunk lid can be opened/closed manually.  

The electric opening and closing function of 
the trunk lid must be operated normally only 
when the gear is in gear P.  

Manual trunk closing*  

1. Gently press the trunk lid close to the rear 
bumper position;  

2. Press the trunk lid with both hands slightly 
downward toward the front to close it. When the 
trunk lid is closed, the trunk ajar reminder icon 
displayed on the instrument cluster will 
disappear.  

Precautions for trunk  

Keep the trunk lid closed during driving. If the 
trunk lid is opened, the luggage in the trunk may 
be thrown out accidentally during driving, 
resulting in accident or loss.  

It is strictly forbidden to carry passengers in 
the trunk. Otherwise, serious injuries and even 
death may occur in case of emergency braking 
or collision.  

Never allow the child to enter the trunk. If the 
child is accidentally locked in the trunk, it may 
cause death due to overheating or suffocation.  
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Observe the following precautions when 
using the trunk. Otherwise, the body part may be 
trapped and cause serious injury:  

ǒ When the trunk lid is turned upward, the 
trunk lid will bounce to the fully open 
position. Pay attention to the safety of the 
top.  

ǒ Before opening the trunk lid, you should 
remove foreign matters (such as snow or 
ice) from the trunk lid to prevent pinching.  

If there are too many items in the trunk that 
you cannot confirm whether the items will hit the 
trunk lid, you can hold the trunk lid, try to close 
slowly, and then close the trunk lid after 
confirmation.  
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Enter ing veh icle  

Open the door   
In severe winter conditions, icing in the door 

handle may make it impossible to open. To avoid 
a lot of icing inside the door handle, pop the door 
handle out after washing, dry the door handle 
and door the outside. If it cannot be opened due 
to ice formation, the following operations shall be 
adopted:  

1. Remove the ice layer on the outside of the 
door handle and the crevice.  

2. Press down the front part of the door handle 
firmly to break the ice.  

3. Press the remote control to unlock to see if it 
pops up. If not, beat the front and rear 
position of the door handle with your fist until 
the door handle pops up.  

4. After the door handle is ejected, if ice 
accumulates inside, clear the ice first, and 
then open and close the door handle several 
times to ensure it is fully repositioned.  

 

After unlocking the door, unfold the handle 
automatically. Pull the handle to open the door.  

 

If the exterior door handle cannot be 
unfolded, press and hold the front area of the 
corresponding handle to unfold the exterior door 
handle.  
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Welcome lighting  

Welcome light  

Exterior courtesy lamp  

 

The exterior welcome lights can be turned on/off 
through the center control display. After being 
turned on, carry the smart key into the sensing 
area of the vehicle, and the light goes on.  

Interior courtesy lamp  

The interior welcome lights can be turned on/off 
through the center control display.  

When the vehicle is turned off and unlocked by 
remote control, the front reading lamps will turn 
on. The vehicle starts with the doors closed and 
the front reading lamps go out.  

Ambient light*  

 

Users can select the ambient light color through 
the center control display and adjust the 
brightness of the ambient light. You can also 
select the intelligent mode to select the ambient 
lighting effect in different scenes. At the same 
time, in other settings, you can turn on/off the 
door opening reminder, on - coming vehicle 
warning after door opening, driving mode 
switching reminder, AI interactive light, switching 
with theme and other functions.  
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Riding v ehicle  

Seat belt  

Seat belt height adjustment*  

 

The seat belt height adjuster can adjust the 
height of the seat belt pivot to adapt to different 
drivers and passengers. The seat belt height 
adjustment steps are as follows:  

1. Hold the lower end of the adjuster guide 

blockŵ ;  

2. Press down the lock button on the upper end 

of guide blockŵ and hold it;  

3. Move the guide block up and down to adjust 
the seat belt to the proper position;  

4. Loosen the adjuster guide block;  

5. After adjusting the height, pull the seat belt 
firmly to check whether the adjuster is locked 
securely.  

The driver must not adjust the height of the 
seat belt when the vehicle is running.  

Wear the seat belt correctly  

Wear the seat belt of the front seat  

 

Before using the seat belt, you should first adjust 
the front seat position, height* and seat back 
inclination to the appropriate place.  

The upper part of the seat belt clings to the chest 
and across the shoulder, and the lower part of 
the seat belt clings to the hip. Do not act on the 
abdomen. Incorrect use of the seat belt will not 
only fail to provide protection, but may cause 
other serious injuries.  

Do not twist the seat belt when using the seat 
belt. Twisting seat belt around the body 
increases the strain on the seat belt, and 
reduces the protective effect of the seat belt.  

The seat belt should be adjusted as tight as 
possible without compromising comfort, which 
will provide better protection. Seat belt that is not 
fastened will greatly reduce the protective effect.  
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Locking of seat belt  

 

Pull the seat belt out of the retractor slowly, then 
insert the tongue into the buckle until you hear a 
"click" sound, and then pull back the seat belt to 
make sure it locks securely.  

Adjustment of the seat belt  

 

Pull the seat belt gently to adjust the length of 
the seat belt. Please adjust it to the comfortable 
position as required.  

Lower the lap belt of the seat belt as far as 
possible across the hips, and then pull the 
upper seat belt up to make the lower seat belt 
cling to your body. In this way, the strong pelvic 
part of the human body can withstand greater 
impact force, thereby reducing the probability 
of internal injuries to the abdomen.  

Seat belt unlocking  

 

Press the red button on the buckle to release 
the seat belt lock. After unlocking the safety 
belt, push the safety belt upward to the upper 
anchorage. The safety belt automatically 
retracts into the retractor.  
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Wearing rear seat belt  

 

The rear seat belt shall be fastened in the same 
way as the front seat belt.  

Children wear seat belts  

The seat belts configured on this model are 
designed for adults. It is recommended that 
children aged 12 and under and children under 
1.5 meters in height use specially installed child 
restraints.  

Pregnant women wear seat belt  

 

If the occupant is pregnant, in order to protect 
the safety of the pregnant woman and fetus, the 
seat belt should pass through the chest and be 
as low as possible in front of the hips, and then 
flattened and clung, so that the lower abdomen 
is not stressed.  

Precautions for seat belt  

All seats of this vehicle are equipped with 
three-point seat belt.  

Some models have adjustable front seat belt 
pivot, and some models have pretensioner in the 
lower retractor.  

The rear seat belt of some models has the 
function of pre-tightening and force limiting.  

In order to ensure the safety of driving, all drivers 
and passengers must wear seat belts correctly.  

Wearing the seat belts correctly can restrain the 
drivers and passengers in the proper position, 
and effectively prevent the drivers and 
passengers from collision with inner parts of the 
vehicle and absorb a lot of kinetic energy to 
reduce their injury level.  
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At the same time, the correct wearing of seat belt 
is also an important prerequisite for the airbag to 
play a protective role. When the airbag is 
unfolded, the body position, sitting posture and 
movement of occupants have a great impact on 
the effect of airbag protection. Failure to wear 
seat belt and abnormal riding posture may result 
in injuries to vulnerable parts such as the head 
and neck of the airbag, especially to the child, 
which can be fatal. The seat belt can restrain the 
upper body of the occupants at the moment of 
collision to ensure that the occupants are 
protected by the airbag, so that the airbag can 
work effectively.  

To reduce the risk of accidents, the following 
items must be strictly observed:  

ǒ As long as the vehicle is in motion, the driver 
and passenger must wear seat belts at all 
times. In this way, it can reduce the injuries 
in case of vehicle emergency braking and 
traffic accidents.  

ǒ It is strictly forbidden to wear the same seat 
belt (even if it is a child).  

ǒ Pregnant women or people needing care 
must also wear seat belt. If you do not wear 
the seat belt, you may get seriously injured.  

ǒ Remove loose and heavy clothing (such as 
overcoat) before wearing the seat belt, so as 
not to affect the fit and protective function of 
the seat belt to the body.  

ǒ When wearing the seat belt, the seat belt 
should not press the fragile or sharp objects 
(such as glasses, ballpoint pens, etc.); 
otherwise the passengers may be injured.  

ǒ The seat belt must be kept clean at all times. 
Seriously dirty seat belt may cause the 
retractor not to be retracted smoothly.  

ǒ Ensure that the buckle socket is not blocked 
by foreign objects; otherwise the tongue 
cannot be inserted into the buckle.  

ǒ The tongue of the seat belt must be inserted 
into the buckle correctly. Wearing the seat 
belt incorrectly will affect the protective 
effect of the seat belt.  

ǒ If the seat belt webbing is loose or cracked, 
the fixing bolts are loose, or the retractor 
function fails, the seat belt will not be able to 
provide protection in case of an accident. 
Regularly check whether all parts of the 
safety belt are in good condition.  

ǒ After a serious collision, the used safety belt 
or the stretched and deformed seat belt 
should be replaced at the BAIC MOTOR 
franchised dealer. Even if there is no 
obvious deformation on the appearance, it 
needs to be replaced. In addition, the fixing 
device of the safety belt should be checked.  

ǒ It is forbidden to repair, remove and install 
the retractor or seat belt components by 
yourself. It is strictly forbidden to modify the 
seat belt in any way. Please go to the BAIC 
MOTOR franchised dealer to repair the seat 
belt components.  

Consequences of not wearing seat belt  

It is a wrong thought that many people think that 
in case of a mild collision, you can support their 
bodies with their own hands to avoid injury.  

After the vehicle collision, the driver and 
passenger who do not wear seat belts will still 
move forward at the collision speed due to 
inertia, and the vehicle does not move at the 
same speed as the driver and passenger, which 
may cause injury.  
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Even if the vehicle speed is very low, in case of a 
frontal collision, the force imposed on human 
body is also very large, and the driver and 
passengers cannot support their own body by 
hand. The driver and passengers who are not 
wearing seat belts will be thrown forward and 
slammed into the steering wheel, instrument 
panel, front windshield or any objects in the way.  

Check the reliability of the seat belt  

The seat belt retractor will lock the slide of the 
seat belt when the following three conditions 
occur:  

ǻ The seat belt quickly leaves the retractor.  

ǻ The vehicle slows down sharply.  

ǻ The seat belt retractor is inclined at a large 

angle. 

In order to check the reliability of the seat belt, 
grasp the upper section of the seat belt, and 
quickly pull it. At this time, the retractor should 
lock the seat belt. If the retractor cannot lock the 
seat belt, please go to the BAIC MOTOR 
franchised dealer for inspection or repair.  

Seat belt pre-tightening and limiting force 
function*  

Seat belts of some models are equipped with a 
preload limiter, which is intended to ensure that 
the occupant is fastened and protected in the 
collision. When the severity of the collision 
reaches a certain level, the pre-tightening force 
limiting device may be activated, and the 
retractor will tighten the seat belt to slow down 
the forward movement of the passenger. If the 
tightening force exceeds a certain limit, the force 
limiting device will relax the seat belt 
appropriately and reduce the force acting on the 
body.  

When the preloading limiting device is triggered, 
it may emit white smoke, which is normal. It does 
not indicate fire, so don't worry.  

Seat belt equipped with preloading function 
can only be used once. The pretensioner must 
be replaced with a new seat belt after 
detonation.  

The seat belt pretensioner will become very 
hot after detonation, so do not touch the relative 
component within several minutes after 
detonation of pretensioner.  

Maintenance of seat belt  

Regularly check whether the seat belt and all its 
components (such as buckle, tongue, retractor, 
straps, and seat belt height adjusters) are 
working properly.  

Replace the entire seat belt assembly if any seat 
belt part is found to be damaged, the strap is torn 
or otherwise damaged.  
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Maintenance and discarding of seat belt 
pre-tightening device  

 

Please go to the BAIC MOTOR franchised 
dealer for inspection and repair as soon as 
possible in case of any of the following:  

ǒ The accident occurs to the front part of the 
vehicle (shadow part in the drawing), but the 
seat belt pretensioner does not work.  

ǒ The seat belt pretensioner and its 
surrounding parts are scratched, cracked or 
otherwise damaged.  

When carrying out any work on the seat belt 
retractor with pretensioner, please go to the 
BAIC MOTOR franchised dealer; otherwise the 
pretensioner may not work normally in case of 
an accident.  

If the pretensioner is to be scrapped, the relevant 
safety regulations must be observed. The BAIC 
MOTOR franchised dealer is familiar with the 
relevant safety regulations and can provide you 
with enquiry.  

If the seat belt retractor is repaired by a 
repair shop not authorized by BAIC MOTOR or 
by non-professional personnel, or if the seat belt 
retractor is not properly used according to the 
regulations, it will increase the potential risk of 
injury or death.  

Do not repair, remove or install seat belt or 
seat belt retractor components by yourself.  

Front seat  

Correct sitting posture of driver  

 

Correct sitting posture of driver can reduce 
driving fatigue and ensure vehicle driving safety.  

In order to ensure the safety of the driver and 
passenger, the following operations should be 
carried out before driving the vehicle:  

ǒ Adjust the seat back and forth to the proper 
position, so that the knee joint can fully step 
on the accelerator pedal and brake pedal 
when slightly bent.  

ǒ Adjust the seat back to the proper angle, so 
that the back can completely fit the seat 
back.  
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ǒ Adjust the steering wheel to keep at least 
25cm between the chest and the steering 
wheel. Make sure that the elbow is slightly 
bent to hold the top of the steering wheel.  

ǒ Adjust the rearview mirror to the proper 
position.  

ǒ Wear the seat belt correctly.  

In order to reduce the risk of accidents and 
injuries, the following precautions must be strictly 
observed:  

ǒ The distance between the driver's chest and 
the steering wheel should not be too close; 
otherwise the airbag cannot provide 
effective protection, and may cause damage 
to the driver.  

ǒ The driver's hands shall always be held on 
the outer ring of the steering wheel (at 9 
o'clock and 3 o'clock positions) to ensure 
that all instrument clusters and indicator 
lamps on the instrument cluster shall be 
seen.  

ǒ When the vehicle is running, driver shall not 
adjust the seat. If necessary, after the 
vehicle is parked, adjust the seat to the 
correct position, and then start driving.  

ǒ During driving, the seat back cannot be tilted 
too much. You must wear the seat belt 
correctly and keep the correct sitting 
posture, so as not to cause injury in the 
emergency braking.  

The correct sitting posture of the front 
passenger  

To ensure the ride safety, the front passenger 
should perform the following operations:  

ǒ Adjust the seat to keep a proper distance 
between the front passenger and the 
instrument panel, so as to provide the most 
effective safety protection when the airbag 
is triggered.  

ǒ Adjust the seat back to make the back fit 
with the seat back.  

ǒ Wear the seat belt correctly.  

ǒ Place the feet in the foot space in front of 
the front seat. 

In order to reduce the risk of accidents and 
injuries, the following precautions must be strictly 
observed:  

ǒ The front passenger should not be too close 
to the instrument panel; otherwise the 
airbag will not provide effective protection, 
and may even cause injury to the front 
passenger when it is unfolded.  

ǒ During driving, the seat back cannot be 
tilted too much. You must wear the seat belt 
correctly and keep the correct sitting 
posture, so as not to cause injury in the 
emergency braking.  

Adjustment of front seat  

Proper seat adjustment ensures full protection 
from the seat belt and SRS.  

Do not place objects under seat.  

When adjusting the seat, pay attention to the 
personnel or objects behind the seat to avoid 
personal injury or damage to objects.  

After adjusting the seat position, try to move 
the seat cushion and seat back and forth to 
ensure that the seat is locked reliably.  

When measuring the seat position of the seat 
cushion depth, that is, design position: the seat 
back position is 23°, the front and rear position is 
adjusted to the rearmost position, and then 
slides forward 50 mm.  
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Front row: the seat back can be turned 
forward (22.5±2) ° and backward (52.5±2) °at the 
maximum adjustable angle of (75±4) °.  

Rear row: there is split seat back in the rear 
row. The seat back has two adjustable gears. 
The seat cushion can be turned forward, and the 
seat back can be put down.  

Electric adjustment of seat*  

 

Switch A:  

Press the switch A along the direction indicated 
by the arrow to adjust the seat.  

Directionŵ adjust the seat backward Direction

Ŷadjust the seat upward Directionŷ seat is 

adjusted forward; Direction Ÿ seat is adjusted 

downward.  

 

Switch B:  

Press the switch B along the direction indicated 
by the arrow to adjust the seat back.  

Directionŵ seat back tilts forward;  

Direction Ŷ the seat back tilts backward.  

Electric adjustment of the lumbar support*  

 

Switch C:  

The seat lumbar support may be adjusted by 
pressing down switches in each direction.  

Press down ŵ the entire waist of the seat and 

adjust it forward; Press down Ŷ seat to adjust 

the waist forward; Press down ŷ seat to adjust 

the whole waist backward; Press down Ÿ seat 

to adjust the waist forward.  
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Manual adjustment of seat*  

 

Adjustment of seat back inclination:  

Pull the adjusting handleŵ upward and shake 

the seat back forward and backward at the same 
time to a proper inclination; Loosen the adjusting 

handleŵ and shake the seat back forward and 

backward slightly until the seat back is locked 
securely.  

Forward or backward adjustment of the seat:  

Pull up the adjusting pull rod Ŷ under the front 

part of the seat, and move the seat forward or 
backward to the proper position at the same 

time; Loosen the adjusting pull rod Ŷ and move 

the seat forward or backward slightly until the 
seat is locked securely.  

Driver seat position memory*  

 

After adjusting the seat position, press and hold 
sitting posture 1 or sitting posture 2 or sitting 
posture 3 in the center control display negative 
screen (slide down from the top of the screen to 
open negative screen, slide up to close) to 
memorize the position.  

Touch sitting posture 1 or sitting posture 2 or 
sitting posture 3 in the center control display 
minus screen (slide down from the top of the 
screen to open minus screen, slide up to close), 
and then the seat will go to the memorized 
position.  

When setting the memory position, it is 
recommended that you start with the first button 
in front, and then memorize other settings.  

The previous settings of the same key will be 
deleted every time the memory is performed.  

Driver seat intelligent greeting*  

 

When the vehicle is shut down, open the door on 
driver side, and the driver seat will move 
backwards to facilitate the driver to access the 
vehicle. When the start/stop button is in "RUN" 
mode or the vehicle is locked, the seat 
automatically returns to the driving position. This 
function can be turned on or off by entering the 
intelligent welcome setting interface under the 
"driving" menu of the vehicle setting interface of 
the center control display.  

  

Intelligent 
greeting  

Intelligent door entry  

Seat greeting  

Exterior courtesy lamp  

Interior courtesy lamp  

Sitting 

postur

e 1  

Sitting 

postur

e 3  

Sitting 

postur

e 2  

Day-night 

mode  

Hot spot  

Screen 

off  

Do not 

disturb  

Bluetooth is off  

No notice  

Nap 

mode  

Baby 

mode  

Manual 

data  

Custom 

mode  

Refreshing.  

Service 

recomme

ndation  
Frequent 

destinations  Longgang 
Central City  

Nayuki  

Recent calls  

Telephone number of 
BAIC customer service  

My schedule  

There's nothing else 
on the agenda today.  



43 

Riding vehicle 

 

Front seat heating*  

 

The heating button of the seat is located in the 
A/C interface of the center control display.  

When the Start/Stop button is in the "RUN" mode 
and the engine is started, touch the seat heating 
button in the A/C control interface to turn on the 
seat heating function. Touch different gear of 
button to set the desired heating gear.  

If you want to close the seat heating function, 

just press the button .  

Ventilation and heating cannot work at the 
same time.  

To avoid damaging the electrical components 
in the front seat, do not kneel on the seat or 
apply pressure to any single point in the seat 
cushion or seat back.  

Do not use seat heating function if you are 
less sensitive to pain and temperature. This may 
cause heater burns to your back, buttocks and 
legs.  

Front seat ventilation*  

 

The seat ventilation button is located in the 
center control display. When the start / stop 
button is in "RUN"  

In this mode, touch the seat ventilation button in 
the A/C control interface to activate the seat 
ventilation function. Touch different gear keys to 
set the required ventilation gear.  

If you want to turn off the seat ventilation 

function, just press the button .  
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Adjustment of steering wheel position   
It is forbidden to adjust the steering wheel 

position when the vehicle is running in order to 
avoid accidents.  

The lock lever must be pressed firmly to 
prevent the position of the steering wheel from 
changing during the vehicle is in motion.  

 

 

The driver can adjust the height of the steering 
wheel according to his body shape and driving 
habits.  

 

Loosen the steering wheel adjusting lock lever 
downwards to adjust the steering wheel up, 
down, front and back to facilitate the comfort and 
safety of different statures.  

After proper adjustment, stabilize the steering 
wheel, push the lock lever upward, and shake 
the steering wheel to confirm that the steering 
wheel is locked reliably.  

Do not forcefully adjust the steering wheel up 
and down, back and forth while loosening the 
lock lever; otherwise the parts will be damaged.  
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Multi-function steering wheel key  

 

The multi-function steering wheel is equipped 
with the following function keys:  

ŵ Instrument control button  

Ŷ Horn  

ŷ Multimedia control button  

Instrument control button  

 

: Home / Back  

: AVM * Scroll up roller: Scroll up  

Scroll down roller: Scroll down Press roller: 
Confirm  

: Turn leftwards (turn leftwards the roller)  

: Turn right (turn the roller rightward)  

: Customization (Short press to enter 
selected functions, including Do Not Disturb 
mode, one-touch screen, A/C, maps, etc. Long 
press to enter the center control display settings 
page to select and switch between functions.)  

: One-click photo taking (short press) / 
quick video recording (long press)*  

Multimedia control button  

 

: Answer the phone : speech 
recognition  

: Hang up : switch the sound source  

Press the roller: mute button  

Scroll up the roller: volume up  

Scroll down the roller: volume down  

: next song (dial the roller to the right)  

: previous song (dial the roller to the left)  

Horn  
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After pressing the area near the horn mark , 
the horn will sound; if releasing the hand, the 
horn will not sound.  

Do not hit or knock the horn switch with your 
fist to avoid damaging the vehicle parts.  

The horn should be checked regularly to 
ensure that the horn can work normally.  

Please observe the traffic control regulations 
and use the horn in a civilized manner.  

Interior rearview mirror  

Before driving the vehicle, adjust the interior 
rearview mirror to get the best view, and keep 
the interior rearview mirror clean.  

In order to ensure driving safety, adjust the 
rearview mirror and minimize the "blind spot" of 
the view.  

Adjust the position of all rearview mirrors 
before driving. Do not adjust the rearview mirror 
when driving vehicle.  

Manual anti-glare interior rearview mirror*  

 

At night, move the lever on the mirror base to the 
anti-glare position. Adjust the interior rearview 
mirror to reduce the glare to the eyes caused by 
the rear vehicle light.  
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Exterior rearview mirror  

The exterior rearview mirror has the functions of 
electric adjustment, electric heating and electric 
folding*.  

The object image reflected by an exterior 
rearview mirror is smaller than the real object. 
Objects are actually closer to the vehicle than 
they appear. Do not misestimate the distance to 
the rear vehicle, so as to avoid accidents.  

The position of the rearview mirror should be 
adjusted before driving. Do not adjust the 
rearview mirror when driving vehicle.  

Glass angle adjustment*  

 

The rearview mirror adjustment switch is located 
at the front of the main switch on driver side's 
door.  

Select the exterior rearview mirror to be 

adjusted, press ŵ  to select the left exterior 

rearview mirror, and press Ŷ to select the right 

exterior rearview mirror.  

Press the UP or DOWN adjustment button to 
adjust the upward or downward angle of the 
exterior rearview mirror; Press the LEFT or 
RIGHT adjustment button to adjust the left or 
right rotation angle of the exterior rearview 
mirror.  

Exterior rearview mirror heating*  

 

Start the engine, touch the rear windshield 

defrost/defogging button located in the 
center control display of the A/C interface. Then, 
the rearview mirror and rear windshield will start 
heating for defrosting and defogging, and the 
system will automatically shut down about 15 
minutes later. If you still need heating, just press 
the button again.  

If you need to turn off the heating function in 
advance during the heating, just touch the rear 

windshield defrost/defog button again.  

The exterior rearview mirror and rear 
windshield heating can only be operated when 
the engine is running. 
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Do not turn on the rearview mirror heating 
function without special necessity, so as to avoid 
overheating of exterior rearview mirror and rear 
windshield and waste of battery electricity.  

Window control  

When turning off the electric window, be 
careful not to pinch anyone. If the occupant's 
head, neck or hands are caught by the window, 
serious injuries may occur.  

Never leave a child or a person with reduced 
mobility in the vehicle alone! They may 
accidentally touch the switch or control unit, 
resulting in serious accidents.  

In the case of children in the car, when 
driving, you should press the window lifting 
prohibition switch to prevent the children in the 
car from opening the window by themselves and 
causing accidents. 

Power window control switch on driver side  

 

The power window control switch is located at 
the door armrest on driver side.  

ŵ Door window lifting switch on driver side  

Ŷ Rear left door window lifting switch  

ŷ  Passenger door window lifting prohibition 

switch  

Ÿ Rear right door window lift switch  

Ź Front passenger door window lifting switch  

Driver side window glass lift control  

Pull up the switch ŵ and hold it. The window 

glass on the driver side rises, and then stops 
when you let go.  

Press down switch ŵ and hold, and then the 

door window on the driver's side rises and stops 
when you let go.  

Press the window switch ŵ until it exceeds the 

pressure point and release it, and the window 
glass on the driver's side will automatically drop 
to the bottom. If the switch is triggered during the 
automatic lowering of the window glass, the 
window glass will remain in the current position.  

For the window equipped with one-button lifting 

function, pull up the switch upwardsŵ until it 

exceeds the pressure point and release it. The 
door window near the driver will automatically 
rise to be completely closed. If the switch is 
touched during the automatic lifting of the 
window, the window will remain at the current 
position.  

Driver controls the door window of the 
occupant  

Pull up or press down the switchesŶŸŹ 

(same as on driver side window) to raise or lower 
the corresponding window.  
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Passenger door window lifting prohibition 
switch  

Press down the lifting inhibit switch ŷ of the 

passenger side window, and then the switch 
indicator lamp will light up, and the passenger 
door window lifting switch will not be able to 
control the lifting of the corresponding window. 
Press this switch again, and then you can 
deactivate the prohibition. At this time, the switch 
indicator lamp goes out.  

Passenger door window control switch  

 

The passenger door window lift switch is located 
on the armrests of each door. Pull up the switch 
or press down the switch to control the lift of the 
window. The operation method is the same as 
the window on driver side.  

Window position anti-pinch learning and 
initialization  

When the vehicle of the equipped door window 
express-up/down is disordered (upgraded by 
OTA or other means) or the vehicle is powered 
off, the window should be anti-pinched learning 
as follows:  

1. Switch the keyless start / stop button to 
"RUN" mode, and the engine is not started;  

2. Allow the operating window rise to the top 
and stop for 2 seconds;  

3. Drop the operating window to the bottom and 
stop for 2 seconds; 

4. Operate the window glass again to rise to the 
top and stop for 2 seconds, and then the 
window function learning is completed. After 
the four door windows manual learning 
process is completed, check whether the 
automatic rise function is restored; if it is 
restored, the learning is successful.  

After completing the anti-pinch learning, if two 
consecutive anti-pinch events occur, the 
one-button up function will be inhibited, and the 
initialization operation will be performed, that is, 
the switch manual gear will be continuously 
raised to the top, and the function will return to 
normal. 

Be sure to operate the window switch 
manually. Raising and lowering the window need 
to be completed continuously. If the window 
stops operating, it needs to learn again. Close 
windows on rainy days*  

The vehicle of the equipment door window 
express-up/down can be selected through the 
OBU control screen, which is enabled by default. 
After the function is turned on, the vehicle is 
locked. And if it rains, the four door windows and 
sunroof will be turned off automatically. If it does 
not rain for 24 hours, the four door windows and 
sunroof will also be closed automatically.  

When the keyless start/stop mode is not 
switched, the rain window closing function is only 
activated once.  

If the rain is too light, etc., the windows and 
sunroof may not close automatically. You must 
make sure that the windows and sunroof are 
completely closed before leaving.  

Locking window control  

Equip the vehicle with the door window 
express-up/down. You shall choose whether to 
turn on this function through the center control 
display, and this function is deactivated by 
default. When the function is enabled, the four 
door windows, sunroof and sunshade shall be 
automatically turned off when the vehicle is 
locked. 
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For vehicles with the function of locking the 
car and closing the window, please operate the 
function of locking the car and closing the 
window after 30 seconds, and then operate the 
function of opening the window by long pressing 
the key.  

Anti-pinch of window  

For window equipped with one-button lifting 
function, the glass will move reversely in case of 
obstacle, and the window glass will open 
downward.  

If the window anti-pinch reversal is triggered 
twice in a row, the one-button lift function will be 
suppressed and you can restore it by window 
position initialization.  

Function of window remote control*  

For vehicle equipped with door window 
express-up/down, the four door windows can be 
turned off/on by remote key. Press the unlocking 
button for short time, and then press and hold 
the unlocking button for 2 seconds within 6 
seconds to turn on the window. Long press the 
lock button for 2 seconds, and then the window 
glass starts to close. If the hand is released, the 
glass will stop moving. 
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Panoramic sunroof  

Panoramic sunroof switch  

 

ŵ Sunroof switch  

Ŷ Sunshade switch  

When the keyless start/stop button is in "RUN" 

mode, operate sunroof switch ŵ to function to 

open, close and tilt the sunroof, and operate 

sunshade switch Ŷ to open and close the sun 

visor.  

In order to ensure the driving safety, the 
driver is forbidden to operate the sunroof switch 
during the vehicle running.  

If the toggle time is less than 0.5 seconds, it 
is automatically opened/closed with one key. If 
the toggle time is longer than 0.5 seconds, it is 
manually opened/closed.  

Tilting ventilation on/off  

The start-up/Stop button is in "RUN" mode. 
When the sunroof is closed, pull the sunroof 

switch ŵ backward, and then the rear of the 

sunroof glass rises, tilts to the open position and 
stops automatically.  

When the sunroof is tilted and ventilated, after 

pressing and holding the sunroof switch ŵ 

forward, the sunroof will close automatically.  

Sunroof open  

When the keyless start/stop button is in "RUN" 
mode:  

ǒ Pull the sunroof switch ŵ backward. The 

sunroof starts to move from the closed 
position to the tilted position, and pull the 

sunroof switch ŵ  backward again. The 

sunroof will first run to the middle 
comfortable position. At this time, pull the 
sunroof back again and the sunroof is 
opened to the full opening position.  

During the operation of the sunroof, if the 

sunroof switch ŵ is moved forward, the sunroof 

will stop sliding.  

ǒ Press and hold the sunroof switch ŵ 

backward, and then the sunroof starts to 
move from the closed position to the tilted 
position, and slides backward to open, and it 

stops as soon as you release the switch ŵ.  

When the sunroof and the sun visor are both 

turned off, press sunroof switch ŵ backwards to 

turn on the sun visor first.  

Sunroof off  

When the keyless start/stop button is in "RUN" 
mode:  

ǒ Toggle sunroof switch ŵ forward, and the 

sunroof starts to slide forward from the 
sliding open position to close.  

ǒ Press and hold the sunroof switch ŵ 

forward, and then the sunroof starts to slide 
forward from the open position to close. 
During operation, pull the sunroof switch 
backward again, and the sunroof stops 
sliding.  

When both the sunroof and the sun visor are 

open, press the sun visor switch Ŷ forward to 

turn off the sunroof first.  
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Continuous opening and closing of the 
sunroof for many times may cause the sunroof 
thermal protection to stop working. Please do not 
operate continuously for many times.  

Electric sunshade  

The sunshade can be opened together with the 
sunroof.  

The start-up/Stop button is in "RUN" mode. 
When the sunroof is closed, toggle the sunshade 

switch Ŷ  backwards, and the sunshade will 

open automatically. During the sunshade 

opening process, toggle the sunshade switch Ŷ 

forward and the sunshade will stop at the current 
position.  

The start-up/Stop button is in "RUN" mode. 
When the sunroof is closed, pull forward the 

sunshade switch Ŷ, and then the sunshade will 

be closed automatically. When the sunshade is 

closed, turn the sunshade switch Ŷ backward, 

and the sunshade will stop in its current position.  

When the sunroof is open, do not forcibly 
close the sunroof visor.  

Anti-pinch function of sunroof  

The anti-pinch function prevents large items from 
being trapped when the sunroof is closed. If the 
sunroof is blocked when closing the sunroof, the 
sunroof will stop closing and then open slightly.  

When the sunroof is closed, if the anti-pinch 
function is triggered, the sunroof will move a 
certain distance in the opening direction and stop 
moving.  

The sunroof anti-pinch function cannot 
prevent fingers from being pinched.  

The sunroof shall be maintained regularly 
according to the Maintenance Schedule.  

Do not operate the sunroof in an extremely 

low temperature environment (below -20Ņ). If 

the temperature is too low, the anti-pinch 
function of the sunroof may not be activated, 
resulting in accidents. At the same time, the low 
temperature will also cause damage to the motor 
to a certain extent.  

Sunroof remote control function*  

The sunroof can be closed by the key remote 
control. Short press the unlocking button, long 
press the lock button for 2 seconds, and then the 
sunroof starts to close. If the hand is released, 
the glass will stop moving.  

High-speed automatic closing of sunroof  

 

Turn on/off the sunroof high-speed automatic 
shutdown function through the center control 
display. When the vehicle speed exceeds 120 
km/h for the first time after the function is 
enabled, the sunroof will be closed 
automatically, and the sunroof can be opened 
again by pulling the sunroof switch backward.  

Be sure to turn off the sunroof when the 
driver leaves the vehicle.  

Be careful when closing the sunroof. Be sure 
that no one is in the range of the sunroof opening 
and closing to avoid injury.  
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In order to ensure the driving safety, the 
driver is forbidden to operate the sunroof switch 
during the vehicle running.  

The sunroof may stop monitoring the 
obstacle in the position where it is about to close 
completely, and there is no anti-pinch function at 
this time.  

Do not attempt to activate the anti-pinch 
function with your hands or any part of your 
body. Otherwise, it is extremely likely to cause 
serious body injury.  

Rear seat  

The correct sitting posture of rear passenger  

In order to ensure safety, the rear passenger 
should do the following:  

ǒ Adjust the head restraint so that the middle 
of the head restraint is aligned with the 
middle of the rear passenger's ears, and 
make the rear side of the head close to the 
head restraint.  

ǒ Keep sitting upright with your back close to 
the seat back.  

ǒ Place your feet in the foot space in front of 
the rear seats and close to the floor.  

ǒ Wear the seat belt correctly.  

ǒ When carrying child, take appropriate 
protective measures according to 
regulations.  

Adjustment of rear seats head restraint  

 

In order to ensure safety and comfort, please 
adjust the head restraint to the proper position 
before vehicle driving.  

Move up: grab the two sides of the head 
restraint, lift the head restraint vertically and 
move it to the required position.  

Move down: Press and hold the lock button first, 
then move the head restraint vertically 
downwards, and release the lock button after 
moving to the desired position.  
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Rear seats folding  

If you need to place large items in the vehicle, 
you can fold the rear seat back to increase the 
cargo storage space of trunk.  

The left and right sides of the rear seats can 
be folded separately. When only one side of the 
rear seats is folded up, the other side of the rear 
seats is not prevented from carrying passengers.  

Preparation before folding of seat back  

ǒ Adjust the front seats forward to the proper 
position.  

ǒ Lower the head restraints of rear seats to 
the lowest position.  

ǒ Move the seat belts on both sides of the rear 
seats to the outside.  

Folding of seat back  

 

1. Pull upward the unlocking switch on the left 
seat back;  

 

2. Turn the seat back forward at the same time to 
realize the folding of the left seat back.  

The right seat back can be folded in the same 
way.  

When the rear seat back is fully folded, the 
interior storage space can be maximized.  

After the seat back is put down, the 
maximum bearing of seat back is 100 kg.  
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Seat back folding recovery  

Move the seat belt to the outside, flip the seat 
back unlocking switch upward, and then push 
the seat back to its original position. Shake the 
seat back and forth to ensure that the seat back 
is locked.  

If it is needed to remove the head restraint, 
press and hold the lock button to remove the 
head restraint completely.  

It is forbidden to remove the head restraint; 
otherwise it will cause serious personal injury in 
case of accident.  

After installing the head restraint, the head 
restraint position must be adjusted according to 
the height to obtain effective protection.  

In order to ensure a good view of the interior 
rearview mirror, the rear middle seat head 
restraint can be adjusted to the lowest position. 
When there is a person sitting in the middle of 
the rear row, the head restraint must be adjusted 
upward to a proper position.  

Rear seat back angle adjustment*  

 

Pull the seat back unlocking switch upward, 
adjust to the desired position, and then release 
the unlocking switch. Shake the seat back and 
forth to ensure that the seat back is locked.  

The rear seat back angle has two positions to 
choose.  

In the same way, you can adjust the seat 
back angle of the right side of the rear seats.  

Safe riding of children  

Correct child's seat  

Accident statistics confirm that a child sitting in a 
rear seat is safer than in the front seat.  

It is recommended that a child aged 12 or below 
and with the height of not more than 1.5 meters 
sit on a rear seat and choose appropriate a child 
safety seat or use the existing seat belt 
according to age, height and weight of the child 
to ensure the child's safety in the rear seat.  

Do not allow children to enter the trunk while 
the vehicle is in motion. In case of accident or 
emergency braking, the child may be seriously 
injured.  

Do not allow the child to stand on the central 
armrest and jump out of the sunroof with their 
heads; otherwise they may cause injury during 
driving.  

As a driver, you must be responsible for the 
safety of the child in the car. Do not be distracted 
by the child while driving.  

Do not allow the child to stand or kneel on the 
seat.  
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Never leave the child alone in the car; 
otherwise, it may cause fatal injury to the child if 
the temperature in the car is too high or too low.  

The child requires adult supervision when 
riding. Please select the appropriate child 
restraint device according to the child's stature.  

When there is a child in the rear row, be sure 
to turn the child lock to LOCK.  

 

Do not hold infant or child in your arms when 
driving; otherwise it may cause injury or death to 
child in case of accident.  

When carrying more than one child  

ISOFIX child safety seat anchorages are 
provided on the seat on both sides of the rear 
row of the vehicle, which can be used to fix up to 
2 sets of ISOFIX child safety seats.  

If the child has grown up to wear the seat belt, 
the oldest child can be placed in the front 
passenger seat:  

ǒ Move the front passenger's seat backward 
as much as possible.  

ǒ Keep the child sitting up straight against the 
seat back.  

ǒ Lower the height of the seat belt and make 
the child wear and fasten the seat belt 
properly.  

Assemble child safety seat  

It is recommended to carry with the child safety 
seat instruction manual.  

If there is no child protection device, the child 
12 years old and below and child under 1.5 
meters in height should not only use the seat belt 
in the car; otherwise, the emergency braking or 
accident may cause injury to the child's 
abdomen and neck.  

A child safety seat can only be used by one 
child.  

A seat belt can only be used by one person. 
Two children are not allowed to share a seat 
belt.  

It is strictly forbidden to carry children in the 
cuddling and sitting mode.  

The child safety seat shall be installed and 
used in accordance with the traffic regulations 
and the child safety seat manufacturer's 
instructions.  

It is strictly forbidden to lay the child in the 
rear seats during driving. Do not leave child in 
the back without a guardian.  
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  The child safety seat classification level is for 
reference only.  

 

It is forbidden to place the child safety seat 
facing backward on the front seat of the vehicle. 
Otherwise, when the airbag is deployed, it will hit 
the back of the child safety seat with great force, 
causing serious injury or even death to the child.  

 

A warning sign is attached to the sun visor on the 
front passengerôs side of the vehicle to remind 
the correct installation of the child safety seat. Be 
sure to read and follow the instructions on these 
plates.  

Do not use a rearward-facing child restraint 
system in a seat protected by a frontal airbag (in 
the active state)!  

 

0/0+ group child safety seat:  

For infants under 18 months and weighing less 
than 13 kg, it is best to use 0/0+ sets child safety 
seat that can be adjusted to the reclining 
position.  

  

Warning 

Do not place backward 
child safety seat on the 
seat protected by the 
safety airbag; 
otherwise death or 
serious injury may 
occur.  
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Group I child safety seats:  

For infants or toddlers less than 4 years of age 
and weighing between 9 kg and 18 kg, Group I 
child safety seats with seat belts are preferred.  

Recommended child safety seat model: Babyfirst 
brand Space Castle-Z (R102C) products.  

When using this child safety seat, the child 
safety seat must be mounted backwards for child 
weighing no more than 18 kg (reference age 3 
years).  

 

Group II child safety seat:  

For child under 7 years old and weighing 
between 15 kg and 25 kg, it is best to use the 
three-point seat belt with group II child safety 
seat.  

 

Group III child safety seat:  

For child over 7 years old and weighing between 
22 kg and 36 kg and height below 1.5 m, it is 
best to use three-point seat belt with group III 
child safety seat.  

Child taller than 1.5 m can use the vehicle's 
existing seat belt, without the need for child 
safety seat.  

The upper part of the seat belt must cross 
from the middle of the shoulder and in no case 
be close to the neck and fit securely on the body.  
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Lower the lap belt of the seat belt, but do not 
apply to the abdomen, and keep it close to the 
body, and adjust the seat belt if necessary.  

Correctly install the child safety seat  

Before installing the child safety seat in the rear 
seats, the front seat must be adjusted to the 
proper position according to the size of the child 
safety seat and the body shape of the children, 
so that in case of a collision or emergency 
braking, children sitting in the rear seats are not 
possible to hurt by hitting in hard objects, and will 
not hurt due to deploying of the airbag.  

If the child safety seat is inconvenient to 
install or the adjustment device is obstructed, the 
head restraint can be rearranged or removed to 
install the child safety seat.  

Child safety seat anchorage  

One set of ISOFIX child safety seat anchorage is 
provided on both seat of rear row of vehicle, and 
each set includes two lower anchorage supports 
and one upper anchorage support.  

 

The lower anchor support is located in the gap 
between the seat back and the seat cushion 
below the "ISOFIX" mark. Please follow the 
instructions provided by the child safety seat 
manufacturer to install it.  

 

The upper anchor support is located at the rear 
of rear seat back (the position is indicated by the 

icon ).  

The "ISOFIX" upper anchor behind the rear 
seat of the head restraint can only be used for 
fixing the "ISOFIX" child safety seat.  

Upper and lower child safety seat anchor 
support can withstand the load of the child safety 
seat only. In any case, it is forbidden to use it to 
fix other articles and equipment.  
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The way of using the intelligent child safety 
seat  

Enable the application  

Click >Babyfirst on the center control display 
to enter the application interface.  

The Child Occupant Safety Instructions are 
displayed if the app is enabled for the first time. 
You can further understand the relevant contents 
of child occupant safety and child safety seat, 
installation and guidance, and so on.  

From the second time you enable the app, you 
will be taken directly to the seat home page.  

When installing the app for the first time, 
apply for relevant permissions, click Allow or 
Confirm for all.  

Bound seat  

Ensure that the OBU's bluetooth is turned on.  

1. The seat homepage includes the My Devices 
seat and Add Devices Function, if no devices are 
already bound. The user can bind the device by 
clicking Add Device. Note that the seat needs to 
be powered (12 V power supply or battery power 
supply child seat).  

2. When the app finds the device successfully, 
please read the seat connection instructions and 
click "Connect Device".  

3. After the device is connected, that is, the seat 
is bound successfully, the seat will appear under 
"My Device", and the above binding action will 
not be required for reuse.  

No device is found or connection fails. Please 
read the contents on the application in detail.  

Functional use  

Ensure that the OBU's bluetooth is turned on.  

Go to the page of details on seat usage by 
clicking on the list of my seat.  

This page displays temperature of seats, battery 
power of seats when charging, reminder of child 
leaving the seat, alarm of top tether installation 
and alarm of ISOFIX installation.  

If the seat ISOFIX is connected abnormally or 
the top tether is installed abnormally, an alarm 
will be sent out and recorded on the seat section.  

The top tether is detected only after each 
power-on. After the tension is detected, if the 
power is not off (12 V power supply is pulled out 
or the children leave the battery powered seat for 
30 seconds), no alarm is given.  

When connecting the 12 V power supply, you 
can turn on/off the seat heating function by 
pressing the heating button, and turn on/off the 
heat dissipation and ventilation function by 
pressing the fan button.  

The more setting on this page, the user can turn 
on/off the alarm sound in more settings (default 
mute); At the same time, the alarm of ISOFIX 
and top tether can be turned on/off (the 
applicable group of R542 C Yao to intelligent 
child safety seat is 0+1+2 groups, and when 
using 2 groups, the user can use the car seat 
belt to turn off the related alarm).  

Services and Messages  

Users can find Babyfirst official website, video 
help, e-book in the seat section; At the same 
time, you can scan the QR code to obtain the 
services such as trade in and anti-counterfeiting 
verification.  
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Seat alarms (such as ISOFIX connection 
abnormality, top tether installation abnormality), 
fault information (fan failure or heating failure) 
will be saved in this page, and the user can read, 
delete and so on.  
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Fixed position corresponding to the child safety seat  

Quality Group  Size category  Fixing module  

Fixing position  

Front passenger seat  
Seat on both sides of 

the rear row  
Rear middle seat  

Portable bed  
F ISO/L1 X IL** X 

G ISO/L2 X IL** X 

Group 0: <10 kg  E ISO/R1 X IL* X 

Group 0+ : <13 kg  

E ISO/R1 X IL* X 

D ISO/R2 X IL* X 

C ISO/R3 X IL* X 

Group I: 9-18 kg  

D ISO/R2 X IL* X 

C ISO/R3 X IL* X 

B ISO/F2 X IUF X 

B1 ISO/F2X X IUF X 

A ISO/F3 X IUF X 

Group II: 15-25 kg    X  X 

Group III: 22-36 kg    X  X 

Note: The meanings of the letters in the form are:  

IUF - Universal ISOFIX child safety seat with "facing forward" fixed by top tether applicable to this quality group.  

IL - Semi-universal ISOFIX child safety seat suitable for installation in one of the following ways:  

- Fix with top tether or support leg in the manner of "facing back";  

- Fix with support leg in the manner of "face forward";  

- Secure an infant seat with top tether or support leg. 

X - Not applicable to the child safety seat or infant seat of the child weight indicated.  

*: Child safety seat with support leg should be installed with care. Please refer to the installation instructions of the child safety seat manufacturer.  

**: The infant seat is secured by two low ISOFIX retaining rings, occupying two rear seats.  
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Suitability of child safety seat in seats fitted with airbag or curtain airbags  

Table of applicability of airbag condition to child safety seat  

Applicable group  

Front seats  Rear outboard seats  

Rear middle seat  
Airbag ON  Airbag OFF  Forward mounting  

Backward 
installation  

Group0 X X U X 

Group0+ X X U X 

Group I X U U X 

Group II X U X 

Group III X U X 

U - Applicable to general child safety seats approved by the quality group  

X - This seat position is not applicable to the child safety seat of this quality group.  

The vehicle can be intelligent with Babyfirst to i-Size (R542C). Please click the button at the bottom left of the center control display to enter the 
interface, find the Babyfirst center control display, and follow the "installation guide" of the APP or refer to the center control display manual.  
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Child safety lock  

 

Be sure to turn the child lock to the locked state 
when there is a child in the rear row.  

Toggle the child lock lever to the lower right of 
the left rear door to enable the child safety lock; 
Pull the child lock lever to the lower left to 
release the child safety lock. For the right rear 
door, move the child lock lever to the lower left to 
enable the child safety lock; Pull the child lock 
lever downward to the lower right to release the 
child safety lock.  

In order to prevent the interior child from 
inadvertently opening the rear door, causing 
accidents, it is recommended to enable the child 
safety lock when taking the child.  

A door in which the child safety lock is 
enabled so that the door can only be unlocked 
from the outside of the vehicle.  

Both rear doors are equipped with child 
safety locks.  

After the child safety lock is enabled, the door 
cannot be opened from inside the vehicle. When 
the rear door can't be opened with an inside 
handle, the child safety lock may be working. 
Don't pull the inside handle hard to avoid 
damage.  

Interior equipment  

Interior light  

Front reading lamp  

 

Touch the reading lamp shade, and the 
corresponding reading lamp will be lit; The 
reading lamp will go out after 10 minutes or if the 
lamp shade is touched again within 10 minutes.  
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 Vanity mirror lamp  Console lamp  

 

The interior courtesy lamp can be turned on/off 
through the center control display.  

When the vehicle is turned off, the front reading 
lamp will turn on. After closing all doors, the front 
reading lamp will gradually go out. If any door is 
not closed, the front reading lamp will stay on 
about 30 seconds and then go out.  

 

 

Turn on the sun visor, slide and open the vanity 
mirror cover on the sun visor, and the vanity 
mirror lamp is on. Close the vanity mirror cover 
and the vanity mirror lamp goes out.  

 

 

There is a lamp under the console to illuminate 
the area under the console.  

After turning on the position lamp, the console 
will light up; after turning off the position lamp, 
the console light will go out.  

  

Intelligent greeting  

Intelligent door entry  

Seat greeting  

Exterior courtesy lamp  

Interior courtesy lamp  
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Adjustment of backlight brightness  

 

When the position lamp is on, the physical switch 
backlight brightness can be adjusted by the 
center control display.  

Rear lamps  

 

Press the lamp cover panel, and the rear lamp 
will go on. Press the lamp cover panel again, and 
the rear lamp will go out.  

Grab handle  

 

When the vehicle is running, passengers can 
use the grab handle to maintain their balance. 
When using the grab handle, just pull it down 
and release it. It'll be automatic to reset.  

Do not hang heavy objects or place heavy 
loads on the grab handle to avoid damage.  

  

Common  

Light  

Vehicle sound effect  

Driving  

Driver assistance  

Instrument cluster and HUD  

Door and window  

Light  Ambient light  

Accompany me home.  

OFF  

Number of flashes of turn signal lamp  

After locking the car, the low beam will be on for a while and then go out, illuminating the way home for you.  

10 sec  20 sec  30 seconds  60 sec  120 sec  

3 times  5 sec  7 sec  

Physical switch backlighting 

brightness  
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Sun visor  

Turn down the sun visor  

 

The on driver side sun visor and the front 
passenger's side sun visor can be turned down 
from their respective brackets to block the sun 
from the windshield.  

Side overturn sun visor  

 

First, open the sun visor downwards, then 
remove the hinge on the right side of the sun 
visor from the hook, and then turn the sun visor 
to the window to block the sunlight from the side 
of the door.  

When driving in the vehicle, do not turn the 
sun visor sideways to avoid danger.  

Vanity mirror  

 

Slide the vanity mirror cover on the sun visor and 
you can use the vanity mirror.  

When driving the vehicle, it is forbidden to 
use the vanity mirror to avoid being hurt in 
emergency braking or collision.  
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12 V power outlet  

Central armrest 12 V power supply  

 

The 12 V power outlet in the central armrest is 
located at the front of the central armrest. Open 
the 12 V power outlet protective cover, and use 
the vehicle power plug to get electricity through 
the power outlet.  

12 V power supply in the trunk  

 

The 12 V power outlet in the trunk is located on 
the left side of the trunk. Open the 12 V power 
outlet protective cover, and use the vehicle 
power plug to get electricity through the power 
outlet.  

Improper use of power outlet and electrical 
equipment can result in fire and serious injury.  

Do not leave the child alone in the vehicle. 
When the start / stop button is turned on, the 
child may misuse the socket and the electrical 
equipment connected to it. If the electrical 
equipment is overheated, turn off the electrical 
equipment immediately and unplug it from the 
socket.  

DLC  

Front USB interface  

Only when the keyless start/stop button is in 
the "RUN" mode, the USB interface and the 12 V 
power supply are powered.  

When the engine is not started, it shall be 
avoided to take power for a long time, so as not 
to cause low battery power.  

Do not use the electrical equipment 
exceeding the allowable maximum power to 
avoid vehicle failure or serious accident.  

If the connected electrical equipment is 
overheated, immediately turn it off and remove 
the plug from the electrical outlet to avoid fire.  

Do not let the child play with the electrical 
outlets and the electrical equipment connected 
to them to avoid accidents.  

After using, the power outlet protective cover 
should be covered in time to prevent foreign 
matters from falling into it and causing danger.  
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 USB interface of central armrest  Rear USB interface  

 

USB interface: used to connect USB devices.  

 

The USB interface only supports charging 
function and does not support multimedia 
playback.  

 

The rear USB port is located at the rear of the 
central armrest box. The USB port only supports 
charging function, but does not support 
multimedia playback.  

  



70 
 

Riding vehicle 

 

Mobile phone wireless charging*  

 

The wireless charger can charge a mobile phone 
equipped with a wireless charging function. The 
wireless charging function can be turned on or 
off under the "Driving" menu of the center control 
display vehicle settings.  

After the wireless charging function is turned on, 
put the mobile phone with wireless charging 
function into the wireless charging sensing area 
to start charging.  

Not all mobile phones can be wirelessly 
charged, and only Qi wireless charging protocol 
mobile phones support wireless charging.  

Metal mobile phone protective cases or 
thicker mobile phone protective cases can affect 
wireless charging function.  

Wireless chargers can only charge one 
mobile phone at a time.  

Wireless charging may intermittently stop 
and resume when the vehicle is driving on 
bumpy roads.  

If the charging area is used as a storage box, 
the wireless charging function needs to be 
turned off.  

Do not put metal objects, such as coins, 
metal keys, and metal rings, together with the 
mobile phone for charging. Otherwise, abnormal 
functions may occur and result in safety 
accidents.  

Mobile phone forgetting reminder function  

When the mobile phone is located in the wireless 
charging device, set the power switch to "OFF" 
gear and open the left front door. The vehicle will 
give a prompt sound, while the combined 
instrument prompts "please take your mobile 
phone with you when you get off" to remind you 
not to forget the mobile phone.  

In-car storage space  

Do not place heat-resistant items such as 
chocolate or medicine and unsealed tea cups in 
the car storage box.  

Do not place any flammable and explosive 
article in the vehicle, such as gas lighter, spare 
gasoline, alcohol, beer, etc. Especially in a hot 
summer, these articles will cause a closed 
container to explore or catch fire under the high 
temperature inside the vehicle.  

Do not use lighters for lighting in storage 
areas.  

There is relative movement between metal 
parts in many places in the vehicle. Do not leave 
hazardous substances such as gas lighters on 
the seat slides, the engine compartment, etc. 
Once the hazardous substances are squeezed 
and cracked, it may cause explosion or even fire 
accidents, causing serious damage to life or 
property.  
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Storage box on the door interior trim panel 
on driver side  

Storage box of front center armrest   

 

The storage box on the door interior trim panel 
on driver side can be used to store items such as 
drink bottles.  

The position of the storage box on the interior 
trim panel of other doors is basically the same.  

 

Pull up the front part of the center armrest to 
open the compartment lid. Press down to close 
the compartment lid.  

 

When the cooling function of the A/C is turned 
on, cold air can be blown into the storage box 
through this air outlet. This air outlet can be 
rotated according to actual needs. Adjust the air 
volume size or close the air outlet.  

The cooling temperature is then adjusted to the 
exhaust air outlet temperature.  
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Glove box  

 

Press the glove box switch to open the glove 
box, and push the glove box cover up to close 
the glove box.  

When storing the liquid container in the glove 
box, its sealing cover should be tightened to 
avoid the damage of vehicle electrical 
appliances caused by the outflow of liquid.  

The glove box cover should be closed when 
the vehicle is running, so as to avoid personal 
injury in case of emergency braking or accident.  

Positioning groove of front tea cup  

 

Drink bottle or sealed cup can be placed in 
positioning groove of front tea cup.  

Do not use the cup holder as an ashtray.  

Front row storage box  

 

A storage box is provided under the center 
control display, which can be used to store light 
or small articles.  
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Front seat storage slot  

 

There is a storage slot in front of the gearshift 
lever for placing mobile phone, tickets, cards and 
other small items.  

Rear seat center armrest (with cup holders)  

 

Pull down the seat center armrest to open the 
rear seat center armrest. When flipping back the 
center armrest, push it into the rear seat back.  

Front seat back storage bag  

 

The storage bag behind the front seat back can 
be used to store light and soft items such as 
newspapers.  

If too thick articles are placed, it will easily 
affect the comfort of the rear passengers, and it 
may lead to unrecoverable deformation of the 
storage bag.  

Only light items can be placed in this storage 
bag. Do not place heavy, hard, sharp edges or 
fragile objects.  
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SRS  

Description of SRS  

The SRS plays an auxiliary protective role. In 
order to give full play to the protective role of the 
triggered airbag system, drivers and passengers 
must maintain a correct sitting posture, and 
children also need to use appropriate child seats 
for protection.  

Airbag can only be used as an auxiliary 
protector, and cannot replace the protective 
effect of seat belt.  

The dust generated during airbag 
deployment can irritate skin and eyes, and for 
people with diseases of respiratory system, this 
dust can cause breathing problems. After the 
airbag is deployed in an accident, clean all 
exposed skin thoroughly with clean water and 
mild soap.  

After the airbag is deployed, the parts of the 
SRS will be hot. Do not touch it to avoid scalding.  

Airbag function  

 

In case of a serious collision of the vehicle, the 
SRS will quickly turn on one or more gas-filled air 
cushions between the occupants and the car 
body to mitigate injuries.  

In case of a serious vehicle collision, the airbag 
will deploy rapidly in a very short time, and then 
deflate and contract to alleviate the inertial 
impact of human body. Therefore, the drivers 
and passengers must maintain the correct 
seating position and wear safety belts correctly, 
so as to effectively obtain the protection of the 
airbag.  

In case of a serious collision, drivers and 
passengers who do not wear seat belts cannot 
control themselves, and will move randomly or 
be thrown out of the vehicle. Even if the airbag 
deploys rapidly, it cannot protect the human 
body effectively.  

The normal seating position of the driver and 
passengers must be kept at a proper distance 
from the frontal airbag in the front row, so that 
the airbag can be fully deployed when triggered, 
effectively protecting the driver and passengers.  

In case of vehicle collision, the decisive factor 
of whether the airbag is triggered is related to the 
collision energy, collision type, collision angle, 
obstacles, vehicle speed and other factors. 
Therefore, even if the vehicle is seriously 
damaged, the airbag may not be triggered.  

Operating conditions of airbag  

When the start/stop button is in "RUN" mode, the 
instrument cluster SRS fault indicator lamp must 
be in normal condition (normal condition: 
warning lamp illuminates for a few seconds and 
goes out in normal use).  
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There is no water immersion in the passenger 
compartment of the vehicle (if water immersion 
occurs in the vehicle, it may cause a short circuit 
of the airbag control unit and cause the SRS to 
fail to function properly).  

SRS fault indicator lamp  

The SRS fault indicator lamp on the instrument 
cluster will alert the driver that the SRS system is 
faulty. When the Start/Stop button is in "RUN" 
mode, the warning lamp lights up for a few 
seconds and then goes out during system 
self-check.  

If the following phenomena occur, it means that 
the SRS is faulty. At this time, the airbag and 
seat belt pretensioner may not work normally In 
case of a collision. Please go to the BAIC 
MOTOR franchised dealer for inspection in time:  

ǒ With the start/stop button in "RUN" mode, 
the SRS fault indicator lamp does not light 
up when the instrument cluster carries out 
self-test.  

ǒ When the start-up/stop button is in the 
"RUN" mode, the SRS fault indicator lamp is 
always on.  

ǒ When the vehicle is running, the SRS fault 
indicator lamp will light up.  

Maintenance and scrapping of airbag  

The parts of SRS are installed in different 
positions of the vehicle. Any operation of the 
SRS or disassembly of the SRS components 
due to maintenance of other parts of vehicle 
must be carried out by professional technicians; 
otherwise the SRS may be damaged, resulting in 
abnormal triggering of the SRS or no triggering 
at all In case of an accident.  

If the vehicle is scrapped, the undeployed airbag 
is potentially dangerous, so when scrapping the 
vehicle, the airbag must be safety detonated by 
a professional.  

Do not use solvent-containing cleaner when 
cleaning steering wheel or instrument panel. 
Otherwise, the plastics may become brittle and 
deform. Once the airbag is triggered, the broken 
airbag may seriously injure the driver and 
passengers.  

Do not try to repair, remove, or install any 
part of the SRS by yourself. If the maintenance 
of SRS is carried out by non-professional 
personnel, the potential risk of injury or death will 
be increased. If the SRS is not properly 
maintained, the airbag may not deploy or deploy 
when it should not In case of an accident.  

Do not attempt to modify the front bumper or 
body structure by yourself.  

The airbag can only be triggered once, and 
the whole SRS component must be replaced 
after triggering.  
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Front seat frontal airbag  

 

The driver's frontal airbag ŵ is located in the 

middle of the steering wheel.  

The front passenger frontal airbag Ŷ is located 

in the instrument panel above the glove box.  

The frontal airbag deploys when the vehicle is 
violently impacted on the front, and may also 
deploy due to similar impacts (such as hitting the 
ditch on the road). It may not deploy and expand 
in case of certain front collision (such as when 
the front of vehicle collides with fine columnar 
objects such as trunk and electric poles). The 
extent of damage to the vehicle is not a sufficient 
condition for frontal airbag to deploy.  

The frontal airbag deploys or retracts in a 
short period of time, only works once, and does 
not provide protection in a second impact that 
follows.  

Please contact the BAIC MOTOR franchised 
dealer as soon as possible in case of any of the 
following:  

ǒ The frontal airbag has deployed.  

ǒ The front of the vehicle has been involved in 
a collision, but the frontal airbag has not 
deployed.  

ǒ The upper part of the driver's frontal airbag 
or the upper part of front passenger's frontal 
airbag is cracked or otherwise damaged.  

The airbag is equipped with vents. In case of 
accident, the airbag shall deploy 
instantaneously. When the airbag is fully 
deployed, it begins to deflate to reduce impact 
injury to the head, chest and other parts of the 
driver's body. At the same time, the driver shall 
maintain forward vision and perform steering or 
other operations.  

It is normal for the airbag to make a loud noise 
as it deploys, followed by a small amount of soot.  

To ensure the best protection function in 
case of severe impact, please keep the correct 
sitting posture.  

Front side airbag  

 

Front side airbag ŷ is located on the outside of 

the front seat back.  

It is forbidden to place any article between 
the driver, front passenger and door. Otherwise, 
it will hinder the side airbag from deployment and 
affect its protective function.  
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Do not block the seat side airbag with the 
seat cover; otherwise the deployment of the side 
airbag will be hindered.  

It is forbidden for the driver and front 
passenger to lean their heads or bodies against 
the door, or put their arms on the door or stretch 
them out of the window. Otherwise, they may be 
injured when the side airbag deploys.  

In a side collision of vehicle, the side airbag 
determines whether an airbag is deployed based 
on the strength, impact angle, speed, and impact 
point of the side collision. In some side collision, 
the side airbag may not deploy. The damage 
degree of the vehicle is not a sufficient condition 
for the deployment of the side airbag.  

In some collision, the side airbag does not 
deploy, and if the seat belt is not worn, it can 
cause personal injury. The SRS can only play its 
best protective role when combined with the 
worn-properly seat belt, so all drivers and 
passengers must always wear the seat belt 
properly.  

The side airbag may also not deploy In case 
of a strong side impact to the vehicle engine 
compartment and trunk.  

Please contact the BAIC MOTOR franchised 
dealer as soon as possible in the following cases  

ǒ Either side airbag has been deployed.  

ǒ The door part suffers collision, but the side 
airbag has not been deployed.  

ǒ The seat back with side airbag is scratched, 
cracked or otherwise damaged.  

To provide the best protection function in 
case of severe side impact, please keep correct 
sitting posture (refer to "Correct sitting posture of 
driver and passenger").  

Side curtain airbag  

 

Side curtain airbag Ÿ is located along the edge 

of the roof between A-pillar, B-pillar and C-pillar 
on both sides of the roof, and its identification 
cover is marked with "AIRBAG".  

In case of a vehicle side collision, the system 
may trigger a side curtain airbag on the collision 
side of the vehicle.  

Once triggered, the gas generator produced gas 
will quickly fill the side curtain airbag. The side 
curtain airbag deploys rapidly to cover the side 
windows and door pillars, providing protection for 
the human head.  
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To provide the ideal additional protection In case 
of an accident, the side curtain airbag will deploy 
rapidly in an instant. It is normal that a small 
amount of smoke may be released when the 
curtain airbag deploys.  

In case of severe collision on the side of the 
vehicle, the gas-filled side curtain airbag can 
effectively reduce the risk of head and upper 
body injuries to the driver and passengers.  

When the vehicle suffers a certain side collision, 
whether the side curtain airbag is deployed or 
not depends on the intensity of the collision, the 
collision angle, the speed and impact point of the 
collision. Side curtain airbag does not deploy in 
all side collision accidents, and does not deploy 
in frontal collision, rear collision, or most 
rollovers.  

Frontal airbag, side curtain airbag, and front seat 
side airbag may deploy simultaneously when 
certain collision occurs to the vehicle.  

The side curtain airbag provides additional 
protection in case of a severe side collision. It is 
not a substitute for the seat belt.  

It is forbidden for drivers and passengers to 
lean on the door, or put their arms on the door or 
stretch their arms out of the window. Otherwise, 
the side curtain airbag will cause injury when it 
deploys.  

The side curtain airbag expands and 
contracts in a very short time and can only work 
once, and does not provide protection from a 
second side impact that may occur later.  

Do not place anything on or near the steering 
wheel or airbag cover.  

 

Please contact the BAIC MOTOR franchised 
dealer as soon as possible In case of any of the 
following:  

ǒ Either side curtain airbag has already been 
deployed.  

ǒ The vehicle side wall suffers collision, but 
the side curtain airbag has not been 
deployed.  

ǒ The exterior trim panel of the side curtain 
airbag is cracked or otherwise damaged.  

To provide the best protection function in 
case of severe impact, please maintain the 
correct sitting posture (refer to "correct sitting 
posture of drivers and passengers").  
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Situations where the airbag may deploy  

 

If the impact is received in the direction within 
about 30° in front of the vehicle and exceeds the 
set critical level, the frontal airbag may deploy.  

If other protective devices are installed in front of 
the vehicle, the sensor will not be able to sense 
the impact properly, which will hinder the normal 
operation of the frontal airbag.  

If the side of the vehicle is impacted to the extent 
that the set critical level is exceeded, the side 
airbag may be deployed.  

Please wear your seat belt correctly; 
otherwise, in case of an accident, the 
deployment of the airbag may impact the 
occupants, resulting in serious injury or even 
death.  

Situations where the airbag may not deploy  

In a collision, the airbag determines whether to 
deploy based on the strength, impact angle, 
speed, and impact point of the collision.  

In many collision accidents, such as rear-end 
collision, side collision, oblique collision, rollover, 
frontal collision with thinner columns, the airbag 
may not deploy.  

Rear-end collision or collision  

 

In case of rear-end collision or collision, the 
driver and passengers will move to the seat back 
due to inertia, and the airbag deployed from the 
front will not protect the driver and passengers, 
so the frontal airbag may not deploy at this time, 
and the side airbag and side curtain airbag will 
not work.  
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Side collision   Oblique collision (angled collision)  

 

In case of a side collision, the driver and 
passengers will be displaced laterally, so the 
airbag deployed from the front will not protect 
them. At this time, the frontal airbag may not 
deploy, while the side airbag and side curtain 
airbag may deploy.  

 

In case of a side impact outside the passenger 
compartment, where the body is subjected to a 
weak collision, the frontal airbags, side airbags 
and lateral curtain airbags do not operate.  

 

In case of a side collision, the driver and 
passengers will be displaced laterally, so the 
airbag deployed from the front will not protect 
them. At this time, the frontal airbag may not 
deploy, while the side airbag and side curtain 
airbag may deploy.  
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Rear-end collision  

 

In case of a rear-end collision with a large truck, 
the driver instinctively makes emergency 
braking, and the front of the vehicle body sinks at 
this time. Due to the high ground clearance of 
large trucks, the front of the vehicle will enter the 
bottom of the truck, and the collapse deformation 
of the front of the vehicle will absorb the impact 
energy. The collision deceleration does not meet 
the airbag deployment conditions, and the airbag 
may not deploy at this time.  

Rollover accident  

 

The frontal airbag may not deploy in a rollover 
accident, and at this time, the frontal airbag 
cannot provide appropriate protection for the 
driver and passenger either. However, if the 
vehicle is equipped with side airbag and side 
curtain airbag, these airbags may deploy when 
the vehicle rolls over due to a side collision.  

Special collision  

 

If the vehicle collides with some fine objects such 
as electric poles or trees, in such collision, the 
collision points will concentrate in one place and 
quickly absorb the collision force through the 
severe deformation of the vehicle, and not 
transmit it to the airbag sensor. The airbag may 
not deploy at this time.  

The airbag will not deploy if there is a slight 
collision on the car body, and the collision 
strength does not meet the airbag deployment 
conditions.  
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When the front of the vehicle hits a wall, and the 
body suffers a slight collision, but the collision 
strength does not meet the conditions for airbag 
deployment, the frontal airbag will not deploy, 
and the side airbag and side curtain airbag do 
not work.  

Collision at the bottom of the vehicle  

If the vehicle suffers severe impact, such as 
falling or leaping steps, hitting curbs or hard 
objects, crossing deep potholes, even if the 
vehicle is slightly deformed, the airbag may be 
deployed when the detected deceleration 
reaches airbag deployment condition due to the 
impact of rigid vehicle.  

Hitting a curb or hard object  

 

Crossing a pit  

 

Falling or leaping steps  
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Smart mobilit y  

Center control display and front passenger panel  

Center control display  

 

1. Vehicle control setting  

2. UPA switch  

3. Parking assist switch*  

4. Driving mode switch  

5. Trunk OPEN button  

6. Main interface  

7. APP interface  

8. Volume adjustment  

9. Voice assistant  

  

Shenzhen 

City  

10 minutes 
ago  

Partly cloudy  

Tuesday  Wednesday  Thursday  Friday  Saturday  

Twenty-seven 

years old  
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A/C  

A/C system  

The vehicle A/C system is a device that realizes 
the refrigeration, dehumidification, heating, 
ventilation and air purification of the air in the 
vehicle.  

The A/C can only work when the engine and 
blower are running. For better A/C effect, keep 
the windows and sunroof off when using the A/C.  

Running A/C system adds extra load and fuel 
consumption to the engine machine, and it 
should be turned off when it is not needed.  

If the ambient humidity is high, the windshield 
may be slightly fogged when the A/C system is 
turned on, which is a normal phenomenon. After 
the air conditioning system operates for a period 
of time, the fogging phenomenon will disappear.  

When the blower is turned off or the temperature 
is near zero, the A/C will stop generating cold air.  

The A/C works only when the engine and 
blower are turned on. The A/C will stop cooling 
when the blower is turned off or the outside 
temperature is near zero.  

In order to keep the A/C system in good 
condition, make sure that the A/C system is 
running at least once a week (even in cold 
winter).  

The A/C exterior air inlet located under the 
front of the front windshield should be kept clean 
and unobstructed to ensure the normal outside 
air intake of the A/C system.  

In summer, the vehicle is exposed to the sun, 
the interior temperature will be very high, 
short-term window and sunroof ventilation, 
conducive to quickly reduce the interior 
temperature.  
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A/C control interface  

 

1. A/C on/off key (A/C key)  

2. A/CMAX key  

3. Full automatic operation key (AUTO key)  

4. Recirculation/fresh air selector button  

5. Air purification switch*  

6. One-touch heating  

7. One-touch cooling  

8. Mode switching area  

9. Fan speed control area  

10. A/C setting button  

11. Switching button (SYNC key) in the 
single/dual temperature area  

12. Left temperature control area  

13. System shutdown key (OFF key)  

14. Mode switching button  

15. Temperature adjustment button in the left 
temperature area  

16. Air volume adjustment button  

17. Right temperature zone temperature control 
button  

18. Front windshield defrost/defog button  

19. Rear windshield defrost/defog button  

20. Temperature regulation area of the right 
temperature area  
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1. A/C system on/off key (A/C key)  

Touch ON/OFF button (A/C) of the A/C system 
and the compressor will start to run. Touch this 
button again and the compressor will stop 
running.  

When the system is in full automatic running 
mode, press this key to exit the automatic 
running state of the A/C system. Only when the 
full automatic running key is pressed again, the 
A/C system will resume automatic running.  

2. A/CMAX key  

After the touch is turned on, switch to the air 
volume to reach the highest gear, start the 
internal circulation, AC on, face blowing mode, 
maximum cooling. After touch again, turn off the 
A/CMAX function and enter the state before 
A/CMAX.  

 

3. Full automatic operation key (AUTO key)  

Touch the AUTO button A/C system to enter the 
fully automatic operation mode. In this mode, 
touch mode switch, air volume adjustment, A/C 
key, inner/outer circulation switch key, front 
windshield defrost/defog button any key. Then, 
the system will execute the key command, and 
exit AUTO state. Other functions that were 
originally automatic to run continue to be 
controlled automatically by the system. Touch 
the rear windshield defrost/defog button and 
temperature adjustment, and then AUTO mode 
will continue to operate without being affected; 
Touch the shutdown button, and then the A/C 
system stops running and the control unit shuts 
down.  

4. Recirculation/fresh air selector button  

The circulation status can be switched by 
touching the recirculation.  

5. Air purification switch*  

By touching the air purification switch, the air 
purification function can be turned on/off, and the 
ION (Anion Air Purification) function and AQS 
(Air Quality Control system) function can be 
turned on at the same time.  

6. One-touch heating  

Touch one-button heating button, and then the 
A/C will start AUTO mode, the temperature will 
be adjusted to HI, and the seat heating * and 
steering wheel heating * functions will be 
enabled. Touch this button again to exit the 
mode, and the A/C reverts to the previous state.  

Under the one-touch heating state, when the 
AUTO key is operated, the AUTO and one-touch 
heating are unchanged; When the temperature 
or AUTO indicator lamp goes out by operating 
other keys, the one-touch heating function will be 
turned off and the A/C will enter the user-set 
state.  

7. One-touch cooling  

Touch the one-button refrigeration button, and 
then the A/C will enable the AUTO mode, and 
the temperature will be adjusted to LO, and at 
the same time the seat ventilation * function will 
be turned on. Touch this button again to exit the 
mode, and the A/C reverts to the previous state.  

Under the condition of one-touch cooling, the 
AUTO and one-touch cooling will not change 
when operating the AUTO key; When the 
temperature or AUTO indicator lamp goes out by 
operating other keys, the One-touch cooling 
function will be turned off and the A/C will enter 
the user-set state.  
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When the A/C system is cooled, there may 
be water stains on the floor under the vehicle, 
which is normal.  

8. Mode switching area  

By touching face-blowing, foot-blowing, and 
window-blowing area, you can switch the air 
mode as:  

ǒ Separately touch the face-blowing area: the 
airflow blows to the face.  

ǒ Separately touch floor air outlet area: the 
airflow blows to the foot.  

ǒ Separate touch window blowing area: the 
airflow blows to the front windshield.  

ǒ Simultaneously touch top air outlet area and 
floor air outlet area: airflow blows to the face 
and feet.  

ǒ Simultaneously touch window blowing area 
and floor air outlet area: airflow blows to the 
front windshield and feet.  

In order to improve comfort during mode 
switching, the air volume gradually reaches the 
set gear with the mode switching.  

9. Fan speed control area  

This area can adjust the air volume of the A/C air 
outlet and display the corresponding air speed 
gear.  

In the fan speed control area, drag the gear icon 
to the right to increase the wind speed. The 
maximum wind speed is 8th gear.  

In the fan speed control area, drag the gear icon 
to the left to decrease the wind speed. The 
minimum wind speed is 1st gear.  

In standby, touch the air volume multiple key or 
air volume reduction key, and the A/C system 
will be turned on.  

10. A/C setting button  

Touch this button to set the A/C self-drying, early 
ventilation, automatic defogging, and adjust the 
comfort of the automatic A/C (soft, standard, 
powerful).  

11. Switching button (SYNC key) in the 
single/dual temperature area  

Touch this button to switch between single zone 
and dual zone mode. The system initially 
defaults to single-zone mode.  

Only the left set temperature can be adjusted in 
the single zone mode, that is, when the left set 
temperature increase/decrease key is adjusted, 
the right set temperature will also 
increase/decrease; If you adjust the setting 
temperature on the right side in single zone 
mode, the system will enter the dual zone mode 
and the setting temperature on the right side will 
change, but the setting temperature on the left 
side will remain unchanged.  

Pressing the SYNC key in single-zone control 
mode will switch to the Dual zone mode, that is, 
when adjusting the left set temperature, the right 
set temperature will not change, and vice versa.  

When the system is in full-automatic running 
mode, touch this system to remain in 
full-automatic running state.  

12. Left temperature control area  

This area can adjust the outlet air temperature of 
the left temperature zone, and the set 
temperature of the left temperature zone is 
displayed above.  

In the left temperature control area, slide to the 
right to set the temperature to increase. When 
the set temperature is 31°C, increase the outlet 
air temperature again to enter the maximum 
heating operation system, and the set 
temperature will display as HI.  

In the left temperature control area, slide to the 
left to set the temperature to decrease. When the 
set temperature is 17°C, reduce the outlet air 
temperature again, enter the maximum cooling 
operation state, and the set temperature shall 
display LO.  

  



88 
 

Smart mobility 

 

13. System shutdown key (OFF key)  

When the A/C system is turned on, touch the 
system OFF button and the system enters the 
standby. In this state, the corresponding function 
can be operated by the mode switch key, and the 
system is still in the standby.  

14. Mode switching button  

When it comes to non-A/C interface, touch this 
key to call up the A/C interface; When it comes 
to A/C interface, touch this key to exit the A/C 
interface.  

15. Temperature adjustment button in the left 
temperature area  

In non-A/C interface, touch this button to quickly 
adjust the left temperature zone to outlet air 
temperature.  

16. Air volume adjustment button  

When non-A/C interface, touching this key can 
quickly adjust the air volume of the A/C outlet.  

17. Right temperature zone temperature 
control button  

When at the non-A/C interface, touching this key 
can quickly adjust the right temperature zone 
outlet air temperature.  

18. Front windshield defrost/defog button  

Touch the front windshield glass defrost and 
defog the fog button, and then the system enters 
the front windshield defrost and fogging mode, at 
which time the button indicator light is lit. Touch 
the button again and the front windshield defrost 
and fogging mode turns off, at which point the 
key indicator is off.  

During defrosting, when outside temperature 
is low, in order to avoid windshield defrosting, it 
can open one-button defrost mode or turn on the 
maximum defrost function to ensure driving 
safety first. After the frost is removed, the 
defrosting foot blowing mode can be turned on in 
consideration of driving comfort, and the air 
volume and setting temperature can be adjusted 
according to actual needs. It is recommended to 
appropriately increase the temperature in low 
temperature environments.  

During defogging, if you feel the temperature 
is low, you can adjust the outlet air temperature 
by manual adjustment of the A/C temperature 
control button, so as to ensure the comfort in the 
car and the efficiency of defogging.  

19. Rear windshield defrost/defog button  

Touch the rear windshield the defrost/defog 
button to activate the function, and the button 
indicator lamp will light up. Touch the rear 
windshield the defrost/defog button and turn it off 
after about 15 minutes, or turn it off manually.  

20. Temperature regulation area of the right 
temperature area  

The area can adjust the outlet air temperature in 
the right temperature area, and the right 
temperature zone set temperature is displayed 
above.  

In the left temperature control area, slide to the 
right to set the temperature to increase. When 
the set temperature is 31°C, increase the outlet 
air temperature again to enter the maximum 
heating operation system, and the set 
temperature will display as HI.  

In the left temperature control area, slide to the 
left to set the temperature to decrease. When the 
set temperature is 17°C, reduce the outlet air 
temperature again, enter the maximum cooling 
operation state, and the set temperature shall 
display LO.  
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Using A/C  

The A/C can provide cooling, heating and 
dehumidification functions. It can reduce the 
temperature of the A/C and remove the humidity 
of the air during refrigeration. Air temperature 
can be increased when heating. The A/C is only 
available when the engine and blower are 
running, and keep the window and sunroof off 
when using the A/C.  

The operation of the A/C system will put extra 
load to the engine machine. In extremely hot 
conditions, or when the engine is required to run 
at full capacity (such as climbing long mountains 
or driving in heavy traffic), the engine will be very 
hot. If the pointer in the engine coolant 
thermometer approaches the red zone, turn off 
the A/C until the engine temperature returns to 
normal.  

If the humidity is high, the car window may 
appear slightly foggy when the A/C system is 
turned on, which is normal. After the A/C system 
runs for about a few seconds, the fogging 
phenomenon will disappear.  

Reduce humidity  

The A/C can reduce the humidity of the air in the 
vehicle and quickly demist the window in a 
humid environment.  

Used in conjunction with the heater, it can also 
heat and dry the air inside the vehicle.  

When the outside temperature is above zero, 
this setting is suitable for most driving conditions. 
After turning on the A/C, first set it according to 
the display and adjust the temperature control 
and air outlet speed as required.  

In high temperature climates, if the interior 
temperature of the vehicle is high when starting 
the engine, set the blower to maximum speed 
and open the windows and sunroof before 
turning on the A/C and set the A/C to fresh air 
mode to circulate and exchange the air inside 
the vehicle in a short period of time, which helps 
to reduce the temperature inside the vehicle 
quickly.  

A/C pollen filtering function  

The pollen filtration function can filter the fresh 
air of A/C and indoor circulating air, effectively 
remove the pollen and dust predicate in the air, 
and provide clean air for the cab occupants.  

Maintenance of A/C  

The maintenance work related to the A/C system 
should be carried out by qualified technicians.  

To keep the system in the best condition, the 
vehicle owner should ensure that the system 
operates at least a short time every week (even 
in cold winter). When the engine is at normal 
operating temperature, start the A/C for at least 
10 minutes and try to keep the vehicle driving at 
a constant vehicle speed.  

The excess water generated in the refrigeration 
and dehumidification process is discharged out 
of the vehicle by the system through the 
drainage pipes underneath the vehicle, which 
may cause ponding on the road when the vehicle 
is stationary, which is a normal phenomenon.  
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Air outlet  

 

ŵ Air outlet on both sides  

Ŷ Central air outlet  

Central air outlet  

 

Toggle the paddle in the middle of the air outlet 
to adjust the airflow direction.  

For the right air outlet, slide to the left to open the 
air outlet, or slide to the right to close the air 
outlet.  

For the left air outlet, slide it to the right to open 
the air outlet and to the left to close it.  

Left air outlet  

 

Toggle the paddle in the middle of the air outlet 
to adjust the airflow direction.  

Slide it to the left to open the air outlet, and to the 
right to close it.  
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Right air outlet  

 

Toggle the paddle in the middle of the air outlet 
to adjust the airflow direction.  

Slide to the right to open the air outlet, and slide 
to the left to close the air outlet.  

Rear row air outlet  

 

Toggle the paddle in the middle of the air outlet 
to adjust the airflow direction.  

For the right air outlet, slide to the left to open the 
air outlet, or slide to the right to close the air 
outlet.  

For the left air outlet, slide it to the right to open 
the air outlet and to the left to close it.  

 



92 
 

Driving operation 

 

Driving operation  

Start  

Vehicle start  

Precautions  

ǒ Check that all windows, exterior rearview 
mirrors and exterior lights are clean.  

ǒ Check the condition of the tire and confirm 
that the tire pressure is normal.  

ǒ Check the vehicle bottom for leakage.  

ǒ Make sure there are no obstacles behind 
the vehicle before reversing.  

ǒ Regularly check the oil/fluid level (such as 
engine oil, engine coolant, brake fluid and 
windshield washer fluid, etc.).  

ǒ Close all the doors.  

ǒ Adjust the seat to the proper position.  

ǒ Wear the seat belt properly.  

ǒ Adjust the interior and exterior rearview 
mirrors to the proper position.  

ǒ Confirm that all lights of the vehicle work 
normally.  

ǒ Confirm that the instrument cluster works 
normally.  

ǒ When the start/stop button is in the "RUN" 
mode, check whether each warning lamp 
functions normally.  

ǒ Release the parking brake and confirm that 
the parking brake indicator lamp goes out.  

Start / Stop button  

 

Start/Stop button is located on the instrument 
panel.  

Power mode switching  

Set the gearshift lever to P or N gear, do not step 
on the brake pedal, press Start/Stop button, the 
power mode will be switched in the following 
order:  

ǒ When the button is not pressed: the 
start/stop button is turned off, that is, in the 
"OFF" mode (the button background lamp 
does not light up).  

ǒ When the button is pressed for the first time: 
the "RUN" mode is turned on (the button 
background lamp is green), the instrument 
cluster is lit, and all electrical equipment are 
turned on.  

ǒ Press the button for the second time: return 
to the "OFF" mode (the button background 
lamp goes out).  

Press the Start/Stop button step by step to 
switch cyclically between the modes "OFF" Ÿ 
"RUN" Ÿ "OFF".  

The engine can be started only when the 
gearshift lever is in the "P" or "N" position and 
the brake pedal is depressed.  

Press the Start/Stop button to start the 
engine or switch the power mode, but the smart 
key must be placed in the valid area that the 
vehicle can detect.  
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At the ambient temperature of -20 °C and 
below, do not start the engine without setting the 
gearshift lever to the non-P position; otherwise 
the instrument cluster will prompt "Please start 
the engine.ò  

Engine start  

1. Step on the brake pedal to the bottom and 
hold it;  

2. Set the gearshift lever to the P or N gear;  

3. Press down the start / stop button to start the 
engine.  

Start the engine when the start / stop button 
is in the "RUN" mode. If the brake pedal is not 
depressed, the engine cannot be started. 
"Please depress the brake pedal for start" 
prompt will be displayed on the instrument 
cluster (the specific configuration is subject to 
the actual vehicle).  

Depress the brake pedal, and press the start 
/ stop button. If the gearshift lever is not in P or N 
gear, the instrument cluster will display "please 
engage P or N gear to start", the vehicle will not 
start, and the start / stop button jumps to "RUN" 
mode.  

When it is necessary to stop and turn off the 
engine, press the start/stop button to turn off the 
engine. If the vehicle speed is less than or equal 
to 2 km/h, set the gearshift lever to the P gear. If 
it is more than 2 km/h, set the gearshift lever to 
the N gear. Instrument cluster shows "Please 
switch to P to stop" to prompt.  

Do not run the engine for a long time in a 
poorly ventilated place or closed room. That is 
because the toxic gas in the exhaust of the 
engine can cause personnel coma and even 
suffocation.  

When the battery power is too low to start the 
engine, try using the jumper cable to start the 
engine through the battery of another vehicle.  

Never start the engine by pushing or pulling 
the vehicle. Otherwise, collision may be caused. 
And unburned gasoline into the catalytic 
converter may cause vehicle fire.  

If the engine fails to start for 3 consecutive 
times, please wait 3 minutes and try again. If the 
engine still cannot be started after 5 consecutive 
times, please contact the BAIC MOTOR 
franchised dealer for inspection and repair.  

Do not leave the engine unattended when 
the vehicle is running to avoid accidents.  

If it is difficult to start the engine, do not run 
the starter continuously for more than 10 
seconds each time you start the engine. If the 
engine can't be started, you must stop operation, 
wait for about 30 seconds, and then try to start 
again, so as to avoid overheating damage to the 
starter and low battery power.  

At ambient temperatures of -10 °C or lower, 
the engine start-up time may increase. 
Therefore, all unnecessary electrical equipment 
should be turned off at startup.  

If you can't start the engine in remote or 
Bluetooth mode outside the vehicle, you need to 
unlock the vehicle with a legal key, and then step 
on the brake pedal and press Start/Stop button.  
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Standby start with smart key  

If the vehicle is in a strong signal interference 
area, or if the smart key battery is low, standby 
start function shall be adopted when you press 
the start /stop button to try to start the vehicle.  

 

Step on the brake pedal, set the gearshift lever 
to P or N, place the smart key in the central 
armrest marked with the emergency start logo, 
and press the Start/Stop button to start the 
engine.  

Scope of application of the standby start 
function:  

ǒ When the smart key battery power is 
insufficient and the battery cannot be 
replaced in time.  

ǒ When the vehicle is in the area with strong 
signal interference, use the standby start 
function to drive the vehicle away from the 
area, and the keyless start function can 
restore to normal.  

Description of gear  

P gear (parking gear)  

Used when parking or starting the engine. Make 
sure the vehicle stops completely before setting 
the gearshift lever to "P". When parking, this 
gear can prevent sliding.  

R gear (reverse gear)  

Used when reversing. Make sure the vehicle is 
completely stopped and the engine is idling 
before setting the gearshift lever to "R" gear.  

N gear (neutral gear)  

When the vehicle needs to stop for a short time 
and the engine is idling (e.g. waiting for a traffic 
light), set the gearshift lever to "N". The 
transmission is not locked in the "N" gear 
position, so the brake pedal needs to be stepped 
on or the parking brake applied to prevent 
slippage.  

When the vehicle engine fails to start, if you 
want to shift the trailer to N gear, please operate 
as follows:  

ǒ Switch the keyless start/stop button to 
"RUN" mode, and engage gear N when the 
door is closed.  

ǒ Switch the keyless start/stop button to 
"RUN" mode. After the door is opened, the 
transmission will automatically be shifted 
into P gear. At this time, engage gear N and 
close the door.  

Please do not coast the vehicle in N gear.  

Please pay attention to your surroundings 
and depress the brake pedal if necessary to 
avoid accidents when the trailer is engaged in N 
gear.  
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Gear D (D position)  

The gearshift lever is in this position in normal 
driving mode, where the transmission will 
automatically upshift or downshift according to 
the engine speed and vehicle speed.  

+/- gear (manual mode)  

In case of acceleration for overtaking or uphill or 
downhill driving, it is recommended to use the +/- 
gear.  

When in bumpy road sections, ramps and other 
road conditions, it is recommended to use the 
lower gear of the manual mode.  

S gear (sports mode)  

Priority shall be given to ensuring the power 
performance and acceleration of the vehicle. It is 
suitable for flat road with less vehicle and better 
road conditions.  

Gearshift lever  

Do not put the gearshift lever in D position 
and depress and hold the brake pedal to keep 
the vehicle standstill for a long time while the 
engine is running. When it is necessary to idle for 
a long time, set the gearshift lever to the gear "P" 
or "N".  

Gear shifting  

Set the gearshift lever to gear P:  

 

Press the P gear switch button to set the 
gearshift lever to P gear. At this time, the "P" 
gear indicator lamp is on.  

The gear will automatically switch to P gear 
in the following cases:  

ǒ When the vehicle is stationary, switch the 
keyless start/stop button to the "OFF" mode.  

ǒ When the vehicle is stationary and the 
gearshift lever is in R/N/D/S/+/- gear, open 
the door on driver side and release the 
brake pedal.  

Unlocking button:  

 

The gearshift lever unlocking button is located 
on the left side of the gearshift lever to avoid 
accidentally switching the gearshift lever to R/D 
and accidentally switching from P gear to other 
gear. To unlock the gearshift lever, press the 
unlocking button.  
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Set the gearshift lever to R, N, D position:  

 

When parking, to shift out of P gear or set the 
gearshift lever to R/N/D position, you need to 
depress the brake pedal and press the unlocking 
button.  

Press the gearshift lever in the desired direction 
and, press it beyond the pressure action point if 
necessary. Release the gearshift lever and 
return to the middle position.  

Set the gearshift lever to gear S (sports mode):  

 

After setting the gearshift lever to D gear, press 
the gearshift lever backwards to switch to S 
mode. At this time, the transmission activates the 
vehicle sports mode. The instrument cluster 
shows the gearshift lever is in S gear.  

In the vehicle S mode, press the gearshift lever 
backward again to exit vehicle S mode (sports 
mode), and switch to the previous vehicle mode.  

Set the gearshift lever to +/- gear (manual 
mode):  

 

After setting the gearshift lever to the D gear, 
press the gearshift lever to the left to switch to 
the +/- gear (manual mode). At this point, the 
transmission is activated in manual mode. The 
instrument cluster gear display area displays the 
selected gear, such as M1.  

Press the gearshift lever to the right to exit +/- 
gear (manual mode) and switch to D gear.  
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Gear shifting in manual mode:  

ǒ To engage the low gear, pull the gearshift 
lever backward.  

ǒ To shift into the high gear, press the 
gearshift lever forward.  

Gear shifting is performed only at appropriate 
speed and vehicle speed. For example, when 
the engine speed is high, downshifting will not be 
done.  

During driving, do not suddenly set the 
gearshift lever to "R" or "P" gear; otherwise the 
transmission may be damaged or even 
accidents may occur.  

Before starting the engine, check that the 
gearshift lever is in "P" or "N" position. Do not try 
to start the engine in other gear.  

The vehicle will start the corresponding gear 
shifting procedure according to the change of 
resistance (such as towing, climbing long slopes, 
etc.), and provide greater power to the vehicle by 
shifting into a lower gear, so as to prevent 
frequent gear shifting.  

When the vehicle is stopped, do not increase 
the engine speed; otherwise, the vehicle may 
move unexpectedly.  

When switching the gear from the "N" gear to 
another gear, please let the engine idle.  

Vehicle start and stop  

1. Step on the brake pedal to the bottom, set the 
gearshift lever to "P" gear or "N" gear, and start 
the engine;  

2. Step on the brake pedal, press the lock button 
in front of the gearshift lever, and then set the 
gearshift lever to the "D" or "R" position. Firstly 
release the EPB, then release the brake pedal, 
slowly step on the accelerator pedal, and the 
vehicle can start driving;  

3. When parking, depress the brake pedal, stop 
the vehicle, apply parking brake, and set the 
gearshift lever to the "P" gear.  

When the parking brake automatic release 
function is enabled, depress the accelerator 
pedal to automatically release the EPB.  

When the vehicle is stopped, after the 
keyless start/stop button is set to "OFF" mode, 
the vehicle can apply parking brake 
automatically.  
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When the AVH is in standby state, and the 
gear lever is in "D" or "R" position, depress the 
brake pedal while driving. When the vehicle is 
stopped, the AVH is active, that is, the parking 
brake is kept applied automatically.  

Operation method of automatic transmission  

The following information is particularly important 
for drivers unfamiliar with vehicles equipped with 
automatic transmission.  

The engine can be started only when the 
gearshift lever is in "P" or "N".  

Before starting the engine, you shall step on the 
brake pedal.  

After setting the gearshift lever to "D" or "R" 
gear, please do not run the engine at high speed 
if the vehicle is stationary.  

Always apply the parking brake until you are 
ready to drive the vehicle away, remembering 
that once D position is selected, the automatic 
vehicle will move slowly forward or backward.  

After the D position is selected and the engine is 
running, do not leave the vehicle stationary (if 
you want to idle for a long time, set the gearshift 
lever to N).  
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Instrument cluster  

Instrument cluster view  

 

1. Odometer  

2. Trip computer display area (engine speed, 
trip information, navigation, etc.)  

3. fuel gauge  

4. ADAS information  

5. Engine coolant temperature gauge  
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Odometer  

 

The odometer shows the instant speed of the 
vehicle in km/h.  

When driving the vehicle, watch the 
speedometer from time to time and do not 
exceed the speed limit.  

Fuel gauge  

 

The fuel gauge shows remaining fuel in the fuel 
tank and the driving range.  

When the vehicle is braking, accelerating, 
turning or driving on a ramp, the fuel in the fuel 
tank will shake, thus affecting the accuracy of the 
fuel gauge display. The vehicle fuel level should 
be checked on a level surface.  

When the fuel is insufficient, the last section of 
the fuel gauge is lit, and the low fuel level 
warning lamp lights up.  

The distance you can drive can be estimated 
and displayed based on the driving mode 
available and the fuel in the tank. The driving 
range may increase further if the vehicle is 
driven more economically or in better road 
conditions.  

Do not drive the vehicle to the extent that the 
fuel of the fuel tank is completely exhausted. 
Irregular fuel supply may lead to poor engine 
ignition, and unburned fuel entering the exhaust 
unit will damage the catalytic converter!  

Timely shifting into high gears can help save 
fuel and reduce engine running noise.  

Driving range  

The distance you can drive can be estimated 
and displayed based on the driving mode 
available and the fuel in the tank. The driving 
range may increase further if the vehicle is 
driven more economically or in better road 
conditions.  
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Engine speed  

 

The tachometer indicates the revolutions per 
minute (x1000 rpm) of the engine. The 
tachometer can also assist in evaluating the 
performance of the engine.  

Engine coolant temperature gauge  

 

This gauge indicates the temperature of the 
engine coolant. During normal driving, the blue 
indicator bar shall be near the middle position.  

If the indicator bar enters the red scale area, 
it means that the coolant is too hot, which may 
cause serious damage to the engine. If the 
safety permits, stop the engine immediately. If 
the corresponding indicator bar enters the red 
scale area several times, you shall stop the 
engine at the appropriate position as soon as 
possible and check the coolant level.  

Instrument control button  

 

: return  

Scroll up roller: page up  

Scroll down roller: page down  

Press the roller: confirm  

: Turn leftwards (turn leftwards the roller)  

: Turn right (turn the roller rightward)  
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Trip computer  

 

The display content of the trip computer 
includes: tachometer, driving information, tire 
pressure, historical fault inquiry, Bluetooth 
phone, navigation, multimedia.  

Through the instrument cluster button on the left 
of the steering wheel, you can view the trip 
computer, switch the menu and set the 
instrument cluster function.  

Driving information  

 

When the keyless start/stop button is in the 
"RUN" mode, you can scroll through the trip 
information by dialing the left/right scroll roller, 
including odometer, self-reset, self-restart and 
self-refueling.  

Odometer:  

The odometer interface displays the total 
mileage and maintenance mileage of the 
vehicle.  

The odometer indicates the total distance that 
the vehicle has driven, with the display range of 

0͘2000000km.  

The maintenance mileage shows the mileage 
until the next maintenance. The first 
maintenance mileage of the vehicle is 5000 km 
and the maintenance interval mileage is 10000 
km. Users are advised to do regular inspection 
and maintenance in time. Press the roller in the 
maintenance mileage interface and follow the 
instrument cluster prompts to reset the 
maintenance mileage.  

  

Total mileage (km)  

Maintenance 
mileage (km)  

Next maintenance  

Total mileage (km)  

Maintenance 
mileage (km)  

Next maintenance  

Press 
and hold  

Press 
and hold  

Key reset  Key reset  



103 

Driving operation 

 

Self-reset:  

The self-reset interface shows the trip meter, 
average fuel consumption, average speed and 
driving time since the last resetting.  

The trip meter can accumulate the mileage in a 

certain section. Display range: 0.0 ͘
99999.9km  

The average fuel consumption is the average 
fuel consumption for the trip meter.  

The average speed is the speed value of the 
mileage traveled divided by the driving time.  

The running time is the accumulated time of this 
driving. The timing will start when the Start/Stop 
button is in the "RUN" mode. The maximum 
display value is 99: 59.  

Self-reset mode:  

1. Press and hold the roller for 5 s to reset it 
directly in the display interface;  

2. The trip meter indicates the maximum value of 
99999.9km;  

3. Disconnect the battery.  

The mileage/average fuel consumption will be 
reset at the same time.  

Self-restart:  

The self-restart interface displays four kinds of 
information, i. e. trip meter, average fuel 
consumption, average speed and traveling time.  

The trip meter can accumulate the mileage in a 

certain section. Display range: 0.0 ͘
99999.9km  

The average fuel consumption is the average 
fuel consumption for the trip distance.  

The average speed is the speed value of the 
mileage traveled divided by the driving time.  

The running time is the accumulated time of this 
driving. The timing will start when the Start/Stop 
button is in the "RUN" mode. The maximum 
display value is 99: 59.  
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Self-restart reset mode:  

1. Press and hold the roller for 5 s to reset it 
directly in the display interface;  

2. The start/stop button is in "OFF" mode for 
more than 2 hours continuously;  

3. The trip meter indicates the maximum value 
of 99999.9 km;  

4. Disconnect the battery.  

The mileage/average fuel consumption will be 
reset at the same time.  

Self-fueling:  

The self-refueling interface shows four kinds of 
information: trip meter, average fuel 
consumption, driving time and average speed 
since the last refueling.  

The trip meter indicates the accumulated 

mileage after refueling. Display range: 0.0͘
99999.9km.  

The average fuel consumption is the average 
fuel consumption of the trip meter after the 
refueling.  

The average speed is the speed value of the 
mileage traveled divided by the driving time.  

The driving time is the accumulated driving time 
after refueling. The timing starts when the 
Start/Stop button is in "RUN" mode. The 
maximum display value is 99: 59.  

Reset mode of self-fueling:  

1. The fuel quantity change is detected to be 
greater than 6 L (it shall be ensured that the 
fuel quantity is greater than 6 L at a time);  

2. The trip meter indicates the maximum value 
of 99999.9km;  

3. Disconnect the battery.  

The trip meter / average fuel consumption is 
reset at the same time.  
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Instantaneous fuel consumption:  

The transient fuel consumption indicates the 
magnitude of the transient fuel consumption, 
which can help the user adjust his driving habits 
to achieve the desired fuel consumption. The 
running time is the accumulated time of this 
driving. The timing will start when the Start/Stop 
button is in the "RUN" mode. The maximum 
display value is 99: 59.  

Historical fault inquiry:  

 

Press the roller in the "fault information" interface 
to enter the fault information query interface. 
Afterwards, scroll the roller up and down to 
select and view the pop-up window stored in the 

fault list, and press the key to return to the 
previous interface.  

Bluetooth telephone:  

 

Bluetooth phone interface can display 
information such as call status and recent calls.  

  

Failure of emergency 
braking system  
Today 15:23  

Brake system fault  
Today 15:23  

IHAé  
Today 15:23  

Mom isé  
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Navigation:  

 

The navigation function can display map and 
navigation information.  

The [navigation] function of base instrument 
cluster does not display the map information, but 
only displays the recommended turn-by-turn 
navigation information.  

Multimedia:  

 

The multimedia interface contains music and 
radio functions. Scroll up and down the roller for 
switching among the cover, song title and artist 
information in the music function and cover and 
frequent information in the radio function.  

Closures ajar reminder  

 

If the door, engine hood and trunk lid are not 
closed properly, the trip computer display will 
show the corresponding unclosed door, engine 
hood or trunk lid in red.  

Before driving, you must ensure that all 
doors, engine hood and trunk lid have been 
closed. If the instrument cluster indicates that the 
door, engine hood and trunk lid are not closed 
properly, it is strictly prohibited to drive.  

  

296 m access  

Binhai avenue  

The door, hood and 
tailgate are open  
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Instrument cluster alarm indicator lamp  

 

1. EPB fault indicator lamp  

2. Fault indicator lamp  

3. Cruise control indicator lamp*  

4. Electric exterior rearview mirror fault indicator 
lamp*  

5. LDW indicator lamp*  

6. High beam turn-on indicator lamp  

7. Transmission fault warning lamp  

8. GPF indicator lamp*  

9. Oil pressure indicator lamp  

10. Fatigue driving indicator lamp*  

11. Door ajar indicator lamp  

12. Front cross traffic alert fault indicator lamp*  

13. Tire pressure warning lamp  

14. ABS fault warning lamp  

15. HDC indicator lamp  
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16. Charging indicator lamp  

17. ACC indicator lamp*  

18. Left turn signal indicator lamp  

19. RDP indicator lamp*  

20. Low beam on indicator lamp  

21. Rear fog lamp on indicator lamp  

22. High water temperature warning lamp  

23. Engine system fault warning lamp  

24. Driver's seat belt indicator lamp  

25. Traffic light display*  

26. AEB fault indicator lamp*  

27. Overspeed warning lamp  

28. ESP operation/fault indicator lamp  

29. EPB indicator lamp  

30. Low fuel level warning lamp  
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31. AVH operation indicator lamp  

32. IACC operation indicator lamp*  

33. LKS indicator lamp*  

34. Right turn signal indicator lamp  

35. Lighting system fault indicator lamp  

36. IHA status indicator lamp*  

37. Position lamp indicator lamp  

38. Engine immobilizer indicator lamp  

39. Rear seat belt warning lamp*  

40. Speed limit sign display*  

41. ESP OFF indicator lamp  

42. Brake system fault/brake fluid level 
warning lamp  

43. Electric power steering system fault 
warning lamp  

44. SRS fault indicator lamp  
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Description of warning lamps and indicator 
lamps  

1. EPB fault indicator lamp (yellow)  

When the start/stop button is in the "RUN" mode, 
this lamp shall come on for self-inspection, and 
then go out after self-inspection.  

This indicator lamp indicates the status of the 
EPB system and will come on when the EPB 
system fails. The instrument cluster prompts 
"EPB system failure". If this indicator lamp 
comes on during driving, please contact the 
BAIC MOTOR franchised dealer for 
troubleshooting.  

2. Fault indicator lamp (yellow)  

When there is fault information under "Fault 
Viewing" menu, this lamp will come on.  

3. Cruise control indicator lamp (green)*  

When the start/stop button is in the "RUN" mode, 

the cruise control ON indicator lamp (green) 
lights up for self-test, and goes out after self-test. 
This indicator lamp will be on when the cruise 
control system is activated.  

When the cruise control switch is turned on, but 
the system is not activated, the cruise control 

standby status indicator lamp  (white) will 
be on.  

4. Electric exterior rearview mirror fault*  

When the system detects a fault in the electric 
exterior rearview mirror, this light will come on.  

5. LDW indicator lamp (green)*  

When the LDW system is normally turned on, the 

LDW indicator lamp (green) will be lit.  

When the LDW system is in standby, the LDW 

standby status indicator lamp (white) will 
be lit.  

When the LDW system fails, the LDW fault 

indicator lamp (yellow) will be lit.  

6. High beam ON indicator lamp (blue)  

It indicates the working state of the high beam 
and comes on when the high beam is turned on.  

7. Transmission fault warning lamp 
(yellow)  

When the start/stop button is in the "RUN" mode, 
this lamp shall come on for self-inspection, and 
then go out after self-inspection.  

After the self-test, if the indicator lamp is on, it 
indicates that the automatic transmission system 
is faulty. In case of a gearbox failure, the vehicle 
performance will be significantly degraded and 
the engine speed will be limited to about 3500 
rpm.  

8. GPF indicator lamp (yellow) *  

When the GPF is actively regenerated, the  
(green) indicator lamp * is lit. The instrument 
cluster prompts "GPF active regeneration, the 
user does not need to do anything.ò  

When the GPF needs to be regenerated, the  
(yellow) indicator lamp * is lit. The instrument 
cluster prompts "GPF needs regeneration, it is 
recommended to run the vehicle at a high speed 
or go to the service station for treatment".  
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When the GPF is to be serviced, the (red) 
indicator lamp * is lit. When the instrument 
cluster prompts "GPF saturation, the user shall 
go to 4S store for parking regeneration.ò  

9. Oil pressure indicator lamp (red)  

When the Start/Stop button is in the "RUN" 
mode, this light comes on for self-test and goes 
out after the engine is started.  

If this warning lamp illuminates after the engine 
is started, it indicates low oil pressure. When the 
instrument cluster prompts "low oil pressure", 
accompanied by three beeps, you should ensure 
the safety of the vehicle, then stop immediately, 
and not continue driving.  

10. Fatigue driving indicator lamp  

When the system detects that the driver is in a 
state of fatigue driving, this light will light up.  

11. Door ajar indicator lamp (red)  

It indicates the opening and closing state of the 
four doors, engine hood and trunk lid. When any 
door is not closed, this indicator lamp will be on.  

12. Forward cross traffic alert fault 
indicator lamp*  

When the front vehicle collision is detected, this 
lamp will come on.  

13. Tire pressure warning lamp (yellow)  

When the start/stop button is in "RUN" mode, 
this lamp will light up for self-inspection, and then 
go out after self-inspection.  

If the indicator lamp does not go out after 
self-inspection or stays on during driving, it 
indicates that the tire pressure is abnormal. The 
instrument cluster prompts "abnormal tire 
pressure", accompanied by a prompt sound; The 
indicator lamp does not go out after 
self-inspection or flashes for 60 s and then stays 
on during driving. It indicates that the tire 
pressure monitoring system is faulty. The 
instrument cluster prompts "tire pressure 
monitoring system failure".  

In case of the above situation, pull over and 
check the tire if the safety is ensured.  

14. ABS fault warning lamp (yellow)  

When the start/stop button is in the "RUN" mode, 
this lamp shall come on for self-inspection, and 
then go out after self-inspection.  

If the warning lamp does not go out or comes on 
when the vehicle is running, it indicates that 
there is something wrong with ABS system.  

15. HDC indicator lamp (green)  

When the start/stop button is in the "RUN" mode, 
this lamp shall come on for self-inspection, and 
then go out after self-inspection.  

When the HDC is working, the HDC indicator 

lamp  (green) flashes.  

When the HDC is faulty, the HDC fault indicator 

lamp  (yellow) lights up.  

  


















































































































































































































































































































